. | 4 il (:)

ji‘_?o
Nm@)’ﬂ)ij§ﬁ£33{§ | . I%M
pae JAN 15 1980
, foe $50:00 _RECORDATION N%137lﬁled 1425
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Washington, D.C. S iNTERSTME COMNERGE COMMISSION
Gentlemen:

Enclosed for recordation under the provisions of 49 USC
11303 (formerly Section 2Qc of the Interstate Commerce Act) are
the original and twelve counterparts of hehabdideatiém Agreement
dated as of January 1, 1980. AeconsTractson

: A general description of the railroad equipment covered
by the enclosed document is set forth in Schedules A and B
attached to this letter and made a part hereof.

The names and addresses of the parties are:

Owner: The Connecticut Bank and Trust Company
\ One Constitution Plaza
h : Hartford, Connecticut 06115

Rebuilder: Illinois Central Gulf Railroad Company
Two Illinois Center
233 North Michigan Avenue
. Chicago, Iilinois™ 60501

The undersigned is. the Owner mentlioned in the enclosed
document and has knowledge of the matters set forth therein.

/L?hqeuaewr* Please return the ofiginai and ten copies of theE@€0M§ﬁWGﬂ%P i
A Eawtemert=Ees==e to Gary L. Green, Chapman and Cutler, 111 West
?: Monroe Street, Chicago, Illinois 60603. T
N _ Also enclosed is a check in the amount of $50.00 covering
the required recording fee. ’

Very truly yours,

} o THE CONNECTICUT BANK AND TRUST
COMPANY, as Trustee

By (?;;:::::3; =

g NOILYH340 334 | . OWNER AS AFORESAID
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DESCRIPTION OF EQUIPMENT

70-Ton 50 Foot Box Cars

55056 ICG 591024
116 086
189 087

567323 | ./ GMO 57443

351 . 45y
- 366

446 ' ICG 591334
510/

- GMO 57888
55313 \% 8901
394 931
hybk gus
517 957
539
ICG 591842
567736 ,
770  ,GMO 59731
871 818
018
56574 ,
576 ICG 592746
597 969
598 .
689 IC 10100
) 125
568517 160
56752 ICG 590142,
890 170
952 183
958
980 IC 10340
. 357
568712 385
822 484
57002 1C6 561092
004 108
037 212
057 231
164
184 IC 10901
242 911"
255 937
263 962

IC 11041
0590
091
116
142
149

IC 24727
739

767

771

798

827

833
843

543

878

ICG 590805 .

865

IC 39726
725
753
865
881

IC 514037

IC6 513902.
514023

083

IC 4301
027
032
035
o4l
oy2
o44

IC 43090
101
126
203
255

SCHEDULE 4

IC 43308
316
327
340

IC 595273

ICG 595089
117

144

202
247
260
324
347

Ic 43353
356
373
“378
393
125
429
443
431
454
479
481
502
521
541
546
556
566
567
572
573
503
610
611
625
626
628
6Ll
67

IC 515620 -
ICG 515693,

IC 12914 .
937
938
661
963
970

CIC 13013

020
060
066
068

n
093

IC 13103~
11k
115
117
122
127
128
131
137
138
147
148
155
160
162
163
176
177
188
197
202
210
212
228
230
233
236
258
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70-Ton 50 Foot Box Cars (Continued)

IC 13260 IC 13368 IC 13428
272 377 433
277 383 434
278 386 437
282 397 439
283 hy3
312 1CG 563025 . 445
313 030 4y
318 052 Li7
320 058 L52-
326 098 LeL
334 127 485
335 142 Lg6
339 161 Lgo
349 207 499
343 217 509
344 280 524
349 285 5Lk
351 291 554
353 2356 573
5¢9
IC 13360 IC 13413~ .
361 . 416 IC: 563389.
367 L22 400.°
264  Total
70-Ton RBL -
GMO 1213 IC 49632 I 45950
15 -
29 IC 150663 . IC 150916
43 666 922
676 gu2
S GMO 1285 678 957
87 687 963
708
ICG 150176 IC 49979
; ICG 150672 980
v/ GMO 1313 . 983
25 ICG 150797 . 986
- glz 4958
GMO 1330 5 IC 49587
v 32 -
ICG 150890 IC 150552
IC 49602« 568
623 IC 49931 . 583
630 934 | 586

42 Total
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IC 620129
136,

ICG 620127.

IC 7852 IC 1518
72 90
75 97
1682
ICG 821084 86
~ 1811
IC 1051
1299 - IC 63347 .
V/ 70-Ton Woodchnip
GMO 82405 GMO 82661,
409 - 681
21 683
426 68¢%
435
GMO 866301
GMO 82567 303
571 305
602 30%
652 316

670105 .

110
112
114
118
130

141 .

./ 70-Ton Pulpwood

%% 60-Foot Box Cars

ICG 670142

IC 620151:
187
199

1CG 670155
178
193

1—4
«
O
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w
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w
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Total

ICG 66015

184

IC 620262
256

IC 660000

ICG 670085
209



//lOO-Ton Covered Foppers

GMO 81007 IC 56463 10 765318

. @ 321
GMO 81061 IC 755125

144 - I1CG 765356
IC 745320 360
IC 56071 361 367
085 377 370

038 3899
104 IC 56927 405
116 413
197 ICG 764700 418
oup 718 L38
455
ICG 764418 =~ IC 57047 L72
h 058 L4R?
IC 56808 075 485
861 036 501
888" 105 508
896 112 510
- 120 528

1C 56332 1bz o318
337 147 547
372 158 551
409 160 556
123 165 578
Liy > 584
52 <EE>765303 -85

N
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< 7 DESCRIPTION OF EQUIPMENT FOLLOWING REBUILDING
" 70-Ton 50 Foot Box Cars

1¢G 567356 591888 530878 515643 563037 563277
416 891 805 651 038 283
489, 931 865 654 047 286
323 948 513926 679 048 297
351 957 929 681 055 025
366 842 953 702 060 030
L46- 592731 514065 721 062 052
510. 818 514081 741 069 - 058
813 91& 514037 746 076 098
634 746 513902 756 077 .127
744 969. 514023 766 088 142
§17 550100~ 514083 767 097 161
529 125. 515511 772 102 207
735 160 527 773 110 217
770 420 532 - 793 112 280
87T 170" 535 810 126 285
568474 163" 541 81 130 291
L6 [561140° 542 825 133 296
437 , 157 544 826 136 213
455 ' 185 595090 £28 158 316
549 ! 264 101 844 160 322
517 ‘ 092 126 873 o172 225%
632 108" 203 620 177 333
730 o212 255 693 179 334
§32 — 231" 308 5804 1% 182 337
£58 590201 316 437 183 333
820 211 327 438 212 343

. 712 237 340 461 213 345
£22 262. 273 463 218 346
591002 561741 089 470 220 347
0oL 750 117 580513 226 352
037 791 144 520 234 364
057 §16 202 560 235 365
164 \¥_ 842 247 566 239 386
184 - 849 260 568 240 390
242 590727 324 593 243 399
255 738 347 563003° 244 409
263 767 515553 014 249 424
024 771 566 015 251 G4t
086 798 573 017 253 454
087 827 57§ 022 260 473
443 833 593 027 261 499
454 g4B 625" 028 267 389
334 848 629 031 268 400

264 Total

SCHEDULE B
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DESCRIPTION OF EQUIPMENT FOLLOWING REBUILDING

70-Ton RBL

ICG 150113 150797
115 817
129 854
143 890
185 931
187 934
176 950
213 916
225 922
230 942
232 957
602 963
623 979
630 980
631 983
663 986
666 587
676 552
678 568
687 583
708 589
672 437 Total

70-Ton Pulpwood

ICG 821052 820686

072 811
075 821347
084 479
820051 303
299 585
518 878
580 901
597 : 954

682 19 Total
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DESCRIPTION OF EQUIPMENT FOLLOWING REBUILDING

70-Ton Woodchip

ICG 860005 866303
009 305
021 309
026 316
035 318

866067 338
071 339
102 347
152 358
161 363
181 374
183 . 388
188 394
301 396
28 Total

60-Foot Box Cars

1cc 620129 60044
136 046

127 050

- 670105 067
110 074

112 093

114 100

118 , 118

130 158"

141 150"
142 g 184"
v 620151 620262~
187 v 266"

199 660000
©o“670155" v 670095"
178 209°

193° 243

34 Total
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DESCRIPTION OF EQUIPMENT FOLLOWING REBUILDING

100-Ton Covered Hoppers

1cG 7778077 764912
7656117 920
694 941
764371 947
385 958
~388 960
4 04 965
416 <" 765303
497 318
542 321
418 4 356
608 360
661 367
688 370
696 399
v'755032 405
037" 413
072’ 418
109° 438
123 - 455
141 - 472
162 482
163 485
125 501
V' 745320 - 508
361 510
37717 528
M 764727 534
700 547
718 551
847 556
858 578
875 5 84
896 595

a0s

69 Total

457 Grand Total
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RECONSTRUCTION AGREEMENT

Dated as of January 1, 1980
Between

ILLINOIS CENTRAL GULF RAILROAD COMPANY

REBUILDER
and
THE CONNECTICUT BANK AND TRUST COMPANY,
as Trustee under I.C.G. Trust No. 80-1
OWNER

(I.C.Go NO. 80'—1)
(457 Rebuilt Freight Cars)
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RECONSTRUCTION AGREEMENT

THIS RECONSTRUCTION AGREEMENT dated as of January 1, 1980
is between ILLINOIS CENTRAL GULF RAILROAD COMPANY, a Delaware
corporation (the "Rebuilder") and THE CONNECTICUT BANK AND TRUST
COMPANY, a Connecticut banking corporation, not individually but
solely as Trustee (the "Owner") under a Trust Agreement dated as
of January 1, 1980 (the "Trust Agreement") with Twenty-Sixth HFC
Leasing Corporation and Institutional Leasing, Inc. (the "Trustors").

RECITALS:
A. The Owner and the Rebuilder have entered into a
Participation Agreement dated as of January 1, 1980 (the
"Participation Agreement").

B. Pursuant to a Hulk Purchase Agreement dated as of
January 1, 1980 (the "Hulk Purchase Agreement") between the Owner
and IC Leasing, Inc. (the "Seller"), the Owner has agreed to
purchase certaln items of rallroad rolling stock described in
Schedule A hereto (collectively the "Hulks" and individually a
"Hulk") which are to be reconstructed by the Rebuilder in accordance
with the Owner's specifications therefor set forth in Annex I of
Schedule A hereto (hereinafter, with such modifications therein
as may be approved by the parties hereto, called the "Specifica-
tions"), and the Owner proposes to pay for such reconstruction
of the Hulks at the price, in the manner and upon the terms and
conditlons herelnafter provided.

C. Pursuant to an Equlipment Lease dated as of January 1,
1980 (the "Lease") the Owner will, upon completion of the recon-
struction of a Hulk (such reconstructed Hulk being herein called
an "Item of Equipment" and collectively the "Equipment"), lease,
as lessor, the Item of Equipment to the Rebullder, as lessee.

NOW, THEREFORE, in consideration of the premises and of
the covenants and agreements hereinafter set forth, the Owner and
the Rebullder hereby agree as follows:

SECTION 1. RECONSTRUCTION OF THE EQUIPMENT.

The Rebuilder agrees (1) to reconstruct the Hulks, in
accordance with the Specifications, for the Owner, (ii) to number
and mark each Item of Equipment with the road numbers specified
with respect thereto in the Lease, (111l) to cause each Item of
Equipment to be plainly, distinectly, permanently and conspicuously
marked by a plate or stencil printed in contrasting color upon
each Item of Equipment 1n letters not less than one inch in height
wlth the words "Leased from a Bank or Trust Company, as Trustee,
and SubJect to a Security Interest Recorded with the I.C.C.",
and (1v) to dellver the Equipment to the Owner, as and when so



reconstructed, marked and numbered, all for the Reconstruction
Cost provided in Section 5 hereof. The Rebullder warrants to

the Owner that the deslgn, quality and component parts of the
Equipment as so reconstructed will conform to all applicable laws,
United States Department of Transportation and Interstate Commerce
Commission requirements and specifications, if any, and to all
standards recommended by the Assoclation of American Railroads
reasonably interpreted as being applicable to railroad equipment
of the character of the Equipment as so reconstructed as of the
date of this Agreement, provided, however, that 1if any such
requirements, specifications or standards are promulgated or
amended prior to the Closing Date (hereinafter defined), the
Reconstruction Cost of the Equilpment affected thereby may be
appropriately adjusted by written agreement of the Rebuilder and
the Owner, subject to the limitations of Section 5 hereof.

SECTION 2. TIME AND PLACE OF DELIVERY.

The Owner will deliver the Hulks, or cause the Hulks to
be delivered, to the Rebullder at the plants of the Rebhuilder
located at the rebuilding sites identified in Schedule A hereto.

The Rebuilder will deliver the reconstructed Equipment to the

Owner for acceptance in the manner provided in Section 4 hereof
with freight charges, 1f any, prepaid by the Rebuilder at the
delivery point or points mutually agreed upon by the Owner and

the Rebullder from time to tlme following the execution and
delivery of this Agreement, but such delivery and acceptance for
each Item of Equipment shall take place prilor to the Outside
Delivery Date provided 1n Section 3 hereof. The Rebullder agrees
that 1t will not accept for reconstruction, nor commence any
reconstruction of, any Hulk if (i) the Rebuilder does not reasonably
anticipate that such Hulk will be fully reconstructed prior to

the Outside Delivery Date provided in Section 3 hereof, (11) an
Event of Default under the Lease, or an event which, with the

lapse of time or the giving of notlce, or both, would constitute

an Event of Default thereunder, shall have occurred, (1i1) there
shall have been commenced any proceeding or there shall have been
filed any petition under the Federal or any local bankruptcy or
insolvency laws by or against the Rebullder or any of its property,
(1iv) the Owner 1is no longer obligated under the terms of the

Hulk Purchase Agreement to accept delivery of and to pay for any
additional Hulks thereunder for any of the reasons therein provided,
or (v) the Owner or any Participant (as defined in the Participation
Agreement) shall have delivered written notice to the Rebuilder

that any of the conditions contained in Sections 4.1 through 4.6

of the Participation Agreement have not been satisfled or walved.

SECTION 3. OUTSIDE DELIVERY DATE.

The Rebullder agrees that all Items of Equlipment will
be reconstructed and delivered prior to June 30, 1980 (the
"Qutside Delivery Date"). The Rebullder's obligations to so

-2



reconstruct and deliver shall be absolute and uncondltional,
regardless of any events which might otherwlse be deemed to
constitute force majeure. In the event that the Rebullder fails
to perform such obligations, Section 11 hereof shall apply.

SECTION 4. INSPECTION AND ACCEPTANCE.

The Owner agrees that acceptance by an authorized
representative of the Rebullder, as lessee, of a reconstructed
Item of Equlipment under the Lease shall constitute acceptance of
such Item by the Owner hereunder. From the time any Item of
Equipment is delivered to the Rebuilder until such delivery of
the reconstructed Item of Equipment, the responsibility and risk
of loss with respect thereto shall be borne by the Rebuillder.

SECTION 5. PAYMENT FOR RECONSTRUCTION OF EQUIPMENT.

The Reconstruction Cost for each Item of Equlpment
shall be the amount set forth on Schedule A hereto for such Item
of Equipment. The Reconstruction Cost for each Item of Equlpment
shall be set forth 1n an involce covering the respective Items
furnished by the Rebuillder to the Owner on or prior to the Equipment
Closing Date (as defined in the Participation Agreement) on
which the Reconstruction Cost thereof 1is to be paid by the Owner,
which invoice shall be accompanied by an oplinion of the Rebullder
to the effect that the Reconstruction Cost of the Items of Equipment
covered thereby plus the Purchase Price (as defined in the Hulk
Purchase Agreement) of the reconstructed Hulks covered by that
involce does not exceed the fair market value of such Items of
Equipment. SubJect to the fulfillment of the conditions provided
therefor in the Particlpation Agreement, payment of the Reconstruction
Cost for each Item of Equipment shall be made to the Rebuilder
on the Equipment Closing Date therefor under the Particlpation
Agreement by wire transfer of lmmediately available funds to
such bank located in the United States as the Rebuillder shall
designate to the Owner in writing.

SECTION 6. RECONSTRUCTION WARRANTY,

The Rebuilder warrants that the Hulks will be reconstructed
in accordance with the Specifications and warrants the reconstructed
Items of Equipment willl be free from defects in materlal, work-
manship and design under normal use and service, the obligation
of the Rebuilder under this Section 6 being limited to making
good at 1its plant any part or parts of any reconstructed Item
of Equipment, which shall, within one year after the delivery of
such reconstructed Item of Equipment to the Owner, be returned to
the Rebullder wlth transportation charges prepaid, and which upon
examination by the Rebuilder, shall disclose to 1ts satisfaction
to have been thus defective. This warranty 1s expressly in lleu

-3-
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of all other warranties (other than warranties of subcontractors
and suppliers which are hereby assigned to the Owner), expressed
or implied, and of all other obligations or llabllities on the
part of the Rebullder except as herein provided, and the Rebullder
nelther assumes nor authorizes any person to assume for it any
other 1liability in connection with the reconstruction of the
Equipment and delivery of the reconstructed Equipment except as
aforesald. The Rebuilder further agrees with the Owner that the
acceptance of any reconstructed Item of Equlpment hereunder shall
not be deemed a wailver by the Owner of any of its rights under
this Section.

SECTION 7. REPRESENTATION AND WARRANTY AS TO TITLE.

The Rebuilder represents that upon completion of the
reconstruction of each Item of Equipment hereunder, at the time
of delivery and acceptance by the Rebuilder of such Item as lessee
under the Lease, such Item will be free and clear of all liens
and encumbrances of persons claiming by, through or under the
Rebuilder, other than the right of the Rebuilder to be paid the
Reconstruction Cost for such Item as herein provided. The Rebuilder
further warrants that it will pay and discharge any and all
claims arlsing by, through or under the Rebuilder which might
constitute or become a lien or charge upon such Item unless the
Rebuillder shall, in good faith and by appropriate legal proceedings,
contest the validity thereof in any reasonable manner which will
not affect or endanger the title and interest of the Owner to
such Item. The Rebuilder's obligations under this Section 7
shall survive the completion of reconstruction and payment for
the Equipment as provided herein.

SECTION 8. REBUILDER'S INDEMNITY.

The Rebuilder hereby agrees to indemnify and hold the
Owner in both 1ts individual and fiduclary capacities and the
Trustors and thelr respective successors, assigns, directors,
officers and agents harmless from and against any and all losses,
claims, liabilities and expenses which arise out of or relate to
the ownership of any Hulk during the period of reconstruction
thereof or the reconstruction of such Hulk or any testing or
other processling of such Hulk prior to acceptance by the Rebuilder
of such reconstructed Hulk as lessee under the Lease (including
claims for patent, trademark or copyright infringement in connection
with the reconstruction of such Hulk as provided herein and
claims for strict liability in tort).

SECTION 9. INSURANCE.

The Rebullder will at all times while it 1is engaged in
reconstruction of Hulks under thils Agreement and until all such

T
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reconstructed Hulks have been delivered to the Owner, at its own
expense, cause the Hulks to be 1nsured, both as to public liability
and casualty linsurance, all in the same manner and to the same
extent as 1f such Hulks were subject to the 1nsurance provisions

of Sectlon 11 of the Lease, and evidence thereof shall be furnished
as provided in the Lease.

SECTION 10. OWNER'S AND TRUSTORS' RIGHT OF INSPECTION.

During reconstruction, including, without limitation,
all phases of fabrication and assembly, the Hulks and all work
thereon shall be subject to inspectlon and approval by the Owner
and the Trustors; provlided, however, that any inspection or
falilure to inspect by the Owner or the Trustors shall not affect
any of thelr respective rights hereunder. The Rebullder shall
grant to the authorized inspectors of the Owner and the Trustors
access to all portions of its plants where Hulks are being
reconstructed. The authorized inspectors of the Owner may be
employees of the Lessee.

SECTION 11. FAILURE TO RECONSTRUCT.

If and to the extent that any Hulks are not reconstructed
and accepted pursuant to this Reconstruction Agreement and the
Lease on or before June 30, 1980 (the "Non-completed Hulks"),
the Rebullder agrees, as agent for the Owner, to sell the Non-
completed Hulks to a party other than the Seller or any affiliate
of the Seller, on or before August 1, 1980, at the highest cash
price obtalnable. On August 1, 1980, the Rebuilder will pay to
the Owner the net proceeds from such sale and, if such net proceeds
are less than the Purchase Price of the Non-completed Hulks plus
interest on the Purchase Price of the Non-completed Hulks at the
rate of 13% per annum for the period from and including the date
of purchase of such Non-completed Hulks to but not including
August 1, 1980, the Rebuilder will, as liquidated damages for
fallure to complete the reconstruction of the Non-completed
Hulks as provided in thils Reconstruction Agreement, pay to the
Owner on August 1, 1980, an amount equal to the difference. The
Owner agrees to furnish to the Rebuilder all such bills of sale,
wlthout recourse or warranty, as shall be reasonably required to
enable the Rebullder to effect the sale of the Non-completed
Hulks for the account of the Owner as aforesaid.

SECTION 12. LIMITATIONS ON LIABILITY.

Anythling herein to the contrary notwlithstanding, the
Owner shall have no obligation to pay for the reconstruction of
the Equipment unless funds sufficient for such purposes have been
advanced by the Trustors and the Security Trustee. Each and
all of the representations, warrantles, undertakings and agreements
hereln made on the part of the Owner are made and intended not

“
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as personal representations, warranties, undertakings and agreements
by The Connectlcut Bank and Trust Company for the purpose or

with the 1intention of binding 1t personally but are made and
intended for the purpose of binding only the Trust Estate as

such term 1s used in the Trust Agreement and this Reconstruction
Agreement 1s executed and delivered by the said bank not in 1its

own right but solely 1n the exercise of the powers expressly
conferred upon 1t as trustee under the Trust Agreement; and

except 1n the case of wilful misconduct or gross negligence by

sald bank or the Trustors, as the case may be, no personal liability
or personal responsibllity 1s assumed hereunder by or shall at

any time be enforceable against the said bank or the Trustors,

as the case may be, on account of any representation, warranty,
undertaking or agreement hereunder of the Owner or the Trustors,

as the case may be, elther expressed or implled, all such personal
liability (except as aforesald), if any, being expressly waived

by the Rebuilder and by all persons claiming by, through or

under the Rebuilder; provided, however, that the Rebuillder or

any person clailming by, through or under it, making claim hereunder,
may look to sald Trust Estate for satisfactlon of the same.

SECTION 13. NOTICES.

Any notice to be given by elther party hereto to the
other shall be 1n writing and shall be deemed to have been duly
given when dellvered personally or otherwise actually recelved
at the followlng addresses:

If to the Rebullder: Il1linols Central Gulf Raillroad
Company
Two Illinols Center
233 North Michigan Avenue
Chicago, Illinois 60601
Attention: Treasurer

If to the Owner: The Connecticut Bank and Trust Company
One Constilitutlon Plaza
Hartford, Connecticut 06115
Attentlon: Corporate Trust Department

(With coples to the Trustors at their
addresses specified 1n the
Participation Agreement)
or at such other address as such party shall hereafter furnish
to the other party 1in writing.

SECTION 14. SUCCESSORS AND ASSIGNS.

References to any party herein shall be deemed to
include the successors and assligns of such party; provided, however,

-6—



that no assignment by the Rebullder or any assignee thereof shall
subjJect any assignee to, or relieve the Rebuilder from, any of

the obligations of the Rebullder hereunder. Each party hereto may
conclusively assume that there has been no assignment of the other
party's rights under this Agreement unless and until 1t shall

have been notiflied in writing of any such asslignment by such

asslgnor.

SECTION 15. LAW GOVERNING.

This Reconstruction Agreement shall be construed in
accordance with the laws of the State of Illinois.

SECTION 16. EXECUTION IN COUNTERPARTS.

This Agreement may be executed in several counterparts,
each of which so executed shall be deemed to be an original, and
such counterparts together shall constitute but one and the same

instrument.
IN WITNESS WHEREOF, the parties hereto have caused this

Agreement to be executed by thelr respective officers thereunder
duly authorized as of the day and year first above written.

ILLINOIS CENTRAL GULF RAILROAD
COMPANY :

7

de Preéident

REBUILDER

Assistant Secretary

THE- CONNECTICUT BANK AND TRUST
COMPANY, as Trustee under
I.C.G. Trust No. 80-1

L

Tts Authorized Officer

OWNER



STATE OF CONNECTICUT )
) SS
COUNTY OF HARTFORD )

On this /Z day of January, 1980, before me personally
appeared DONALD E. SMITH , to me personally known, who
being by me duly sworn, says that he is an Authorlzed Officer of
THE CONNECTICUT BANK AND TRUST COMPANY, that one of the seals
affixed to the foregolng instrument is the corporate seal of sald
corporation, that said instrument was signed and sealed on behalf
of said corporation by authority of its Board of Directors, and
he acknowledged that the execution of the foregoling instrument was
the free act and deed of said corporation.

lone I P Petx et

Notary PuWlic

[NOTARIAL SEAL]

-

My commission expires:

_,7%0&&30/7?V

-

-
-
. —~

STATE OF ILLINOIS )
) SS
COUNTY OF COOK )

0 his /7 iag/ﬁf January, 1980, before me personally
appeared . /7&4411/ , to me personally known,
who being by me duly sworn, says that he is a Vice President of
ILLINOIS CENTRAL GULF RAILROAD COMPANY, that one of the seals
affixed to the foregolng instrument is the corporate seal of sald
corporation, that sald instrument was signed and sealed on behalf
of sald corporation by authority of its Board of Directors, and
he acknowledged that the executlion of the foregolng lnstrume
was the free act and deed of sald corporation.

Notary Pubiic

N~

A

[NOTARIAL -SEAL]

My commission expires:

ARy Nad




DESCRIPTION OF EQUIPMENT

Reconstruction Speciflcations: See Annex A hereto
Outside Delivery Date: June 30, 1980

Locations of Rebullder's Plants: Centralia, Illinoils
MaComb, Mississippil

Reconstruction Aggregate
Number of Items Type of Equipment Cost per Item Reconstruction Cost

2614 70 Ton 50' Boxcars $21,800 $5,755,200
43 70 Ton RBL Cars 21,850 939,550
19 70 Ton Pulpwood 11,200 212,800

Cars
28 70 Ton Woodchip 14,250 399,000
Cars
69 100 Ton Covered 20,850 1,438,650
Hopper Cars
_34 70 and 100 Ton 20,400 693,600
60' Boxcars
457 $9,438,800

|

SCHEDULE A
(to Reconstruction Agreement)



ANNEX A
TO DESCRIPTION OF EQUIPMENT

Speciflcations for Reconstruction

The deslign, quality and component parts of the Equipment
as reconstructed will conform to all applicable United States
Department of Transportation and Interstate Commerce Commission
requirements and specifications, if any, and to all standards
recommended by the Assoclatlion of American Rallroads reasonably
interpreted as being applicable to rallroad equlpment of the
character of the Equipment (as so reconstructed) as of the date
of the Reconstruction Agreement and to the following further
specifications:



GENERAL SPECIFICATIONS

100 Ton Covered Hopper Cars

Series ICG 765300-765599 (27 Cars) Original Built By Pull. Std. 1972

Body - Welded Steel Construction

Underframe - Welded Design

Brakes - ABD 1012, Auto Slack Adjuster, Composition Shoes
Draft Gear - High Capacity 3-1/4" Travel

Hatches - Roof - trough type, 24"x47'-8" Opening

‘Hoppers - Three (3) Per Car

Discharge Gates

Three (3) 24" x 30" Openings, Sliding Gravity

Trucks - 100 Ton Capacity - S-2-C Stabilized with 3-11/16" Travel
Springs Roller Bearings
Wheel Base - 5'-10"
Wheels - 36" Diameter
Hydraulic Snubbers-MDA Model D5

Dimensions: Length: Inside of Body...evieirieiiniiniiiinninninneneennenons 55' 3-9/16"
Over end PlateS e e e eneereonesanerosestonesaneseneennsononons 54 7"
OVer StriKerS . e e ieieneeeresseasossasosessesssnsansansnssns 57'-4"
Over RUNNING BOArdsS...veveeuesnesererssocsnensnsnsoassansnssss,n8'-0"
Center to Center of Bolsters.iiiieiieeiriereenensenscnsnnesanans 45'-9"
Width: InSide Of BOGY.eeeeeueereeroeroaosasnseesoaoreornsossssnsasnnse 10*-0-1/2"
Over Side STTlS i ieieiieraraseesecasaseasasssnssesosanansnns 10'-6-3/16"
Over Side StaKeS..ieeieeeeerneoresneenernssnnennnnnenns ceeveses10'-5-1/4"
Over Side PlatesS.viviieeneveneecencerononenns eesereteresenasen 10'-0-13/16"
Height Top of Rail to Top of Running Boards....covvuiiiiiiniiinnennnns 14'-7-3/16"
Top of Rail to Top of Side Plate..veeiviieiiiinneenreneaeananes 14'-4-15/16"
Top of Rail to Side Sill tiiiiiiiiiiiniinencnnnoenencenosnnsnnns 4'-11-7/16"
Top of Rail 10 Center of Coupler. i i iinirirrenenennnnennss 2'-10-1/2"
Top of Rail to Center Plate...eoreererriinineerenennnenenconnsns 2'-1-1/2"
Top of Rail to Discharge Gates ....viiiieeiinniirinernnneennons 0'-11-13/32"
Bottom of Side Sil) to Top of Side Plate.....vvvivennneneeneenns 8'-5-1/2"
Estimated Light Weight: 60, 700#
Cubic Capacity 4,750

Spec. 0-577-t



100 Ton Covered Hopper Cars
Series ICG 764700-764999 (15 Cars)

Body -
Underframe -
Brakes -

Draft Gear

Hatches -

Hoppers -

Discharge Gates

GENERAL SPECIFICATIONS

Original Built By Pull. Std. 1969
Welded Steel Construction

Welded Design

ABD 1012, Auto Slack Adjuster, Composition Shoes

High Capacity 3-1/4" Travel

Roof - One 24" x 47' 6-3/16" trough type (4 1lids)

Three (3) Per Car

Three (3) 24" x 31-5/8" Openings, Sliding Gravity

Trucks - 100 Ton Capacity - S-2-C Stabilized with 3-11/16"
Travel Springs,
Wheel Base - 5'-10"
Wheels - 36" Diameter
Bearings-6-1/2"x12" Roller
Hydraulic Snubbers-MDA Model D5
Dimensions: Length: Inside Of BOdy..iuieeiuiriniiennniearnenronsnanenecennnas 54' 6-9/16"
Over end PlaleS . vureesenereionesensacerasssssasencasesnnasnnns 54' 7-1/8"
OVer SEriKerS . it iiitietnretorsesenesassosnosnssnsansssansoans 56'-7"
Over RUNNINg BoardsS..cieesieieieneensnensnsctscnnnosnsnencnenns 57'-3"
Center to Center of Bolsters.iieeiieriineniereenenncacernnnnnns 45'-Q"
Width: InSide Of BOOY.ueeivieoenrasuorenennncnsossnsnensosnsesaansonns 10'-0-172"
Over Side SillS.iuiiiiniieeeseoseesssososonsensancasonsssnsonsnas 10'-6-3/16"
Over Side SEaKeS.iuiuieenerereenosreoensosetanansosannnnsnsannos 10'-6-15/16"
Over Side PlatesS.veeeeeeieneioososnencnsnensosssssonsasasosnsas 10'-0-13/16"
Height Top of Rail to Top of Running Boards..eeeeevviriinnnnenrnnnnens 14'-7-5/16"
Top of Rail to Top of Side Plate.evieerieriennncneneernennnnnns 14'-0-7/16"
Top of Rail to Side Sill ..iiiviiiiirnoreeeneraeennensensnsnsnass 4'-11-7/16"
Top of Rail to Center of CoUpler.e.eieeiierreireecnreeensnasnsnnne 2'-10-1/2"
Top of Rail to Center Plate.uieiiniiieirnereoseenroneensonnsceonns 2'-1-3/4"
Top of Rail to Discharge Gates ...vevevinrerernneerasnsnrnsnnnsn 0'-11"
Bottom of Side Sill to Top of Side Plate...iviviiieeninnnnnennns gr-1"
Estimated Light Weight: 64,1004
Cubic Capacity 4,740

Spec. 0-576-E
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100 Ton Covered Hopper

Series ICG 745300-745399 (3 Cars)

Body -

Underframe
Brakes -

Draft Gear

Hatches -

Hoppers -

1

Discharge Gates

Cars

GENERAL SPECIFICATIONS

Original Built By Pull. Std. 1964
Welded Steel Construction

Welded Design

AB 1210, Auto Slack Adjuster, Cast Metal Shoes

High Capacity 3-1/4" Travel

Roof - 10 Per Car, 30" Diameter

Three (3) Per Car

Three (3) 24" x 30" Openings, Sliding Gravity

Trucks - 100 Ton Capacity - S-2-A Stabilized with 2-1/2"
Travel Springs, Roller Bearings
Wheel Base - 5'-10"
Wheels - 36" Diameter
Hydraulic Snubbers - MDA, Model D3
Dimensions: Length: Inside of BOdy..veieiiieininenernnrnronnnreenoenennens 49' 6-5/16"
Over end PlateS.eeeeeeeeeessrsnsensnesneonsessonsonnasossnsnena 49' 6-3/4"
OVEr SEr KB S ittt iieiiienietoessenncenaossscsasasnsssansonas 50'-6-3/4"
Over RUnNNINg BoardS.ceeeeeeerersrenierssnesensecanasososcosoanas 51'-2-7/8"
Center to Center of Bolsters.iiiiiieeiiieieenervnnsennsnnsonnes 40'-6-3/4"
Width: INSide Of BOGY.utieeeieeeerenasonesoaensasossacsnssnsasonananns 10'-1-1/2"
Over Side SillS.iuurineneeneusenenenonneoesssonsononsoansansnas 10'-2-1/8"
Over Side StakeS.veeeieiieeeeresoosoneeeoaseonssassanasonssonss 10'-8"
Over Side PlatesS.eieveeerereciennecannnnns et rreeseeseteeaas 10'-2-1/8"
Height Top of Rail to Top of Running Boards.....covvvieneiiiiis, 14'-7-1/8"
Top of Rail to Top of Side Plate...eeriiiviiinienncnonrnnnanns 13'-11-11/16"
Top of Rail to Side Sill cuviiiiniiniiieiverneonsersanencnnsnas 3'-5-11/16"
Top of Rail to Center of COUPTOr ettt ieieneasesenstsacoansnns 2'-10-1/2"
Top of Rail to Center Plate.euiue v i iienseonesanranoscnnnas 2'-1-3/74"
Top of Rail to Discharge Gates (Light Car)...cvvvvveeiininnennn. 0'-11-3/8"
Bottom of Side Sill to Top of Side Plate...eveeervecnronnsnnnn. 10'-6"
Estimated Light Weight: 63,7004
Cubic Capacity 4,427

Spec. 0-575-E
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GENERAL SPECIFICATIONS

100 Ton Covered Hopper Cars

Series 1CG 755000-755499 (9 Cars) Original Built By G.A.7.C., 1967
Body - : Welded Steel Construction

Underframe - Welded Design

Brakes - Truck Mounted (Wabcopac or Nycopac)

Draft Gear - High Capacity 3-1/4" Travel

Hatches - Roof - One 20" x 44" 0" trough type (6 1lids)

Hoppers - Three (3) Per Car

Discharge Gates

Three (3) 24" x 48" Openings, Sliding Gravity

Trucks - 100 Ton Capacity - A-3 or S-2-C Stabilized with 3-11/16"
Travel Springs, Roller Bearings
Wheel Base - 5'-10"
Wheels - 36" Diameter
Hydraulic Snubbers - MDA, Model D5

Dimensions: Length: Inside of Body...iveiiiininiiiiiiiiinieeininennnnnnsee, 50* 2-9/16"
Over end PlaleS it iiieieeetaectesaseecessnensessassasenassnansas 50' 8-1/16"
Dver SEriKerS..uieeieeieeroetiosesosostasensonssossascasnaansnss he'-3"
Over RUNNING BOArOS.ueuesereseneacentnroeensnsossosasansasaones 52’-6-1/2"
Center to Center of BolSterS.iviiniiiinneniivnnnrenvnvrsnnnnnss 42'-Q"
Width: Inside Of BOOy..vvsvieoieeronenenonnoteneassoseanoesannnsnsnnss 9r-11"
Over Side Sill6..iueieneiineienreseenoneenensonnsonsansonasasns g9'-11-15/16"
Over Side Plates.iueieeienereeseesnensriesnsessonsasnnsnassnnas 10'-4"
Height Top of Rail to Top of Running BoardsS..uieeerreineervrennenncnens 15'-0-11/16"
Top of Rail to Top of Side Plate..cesiirieinnineiennnennnnnnnes 14'-6-3/8"
Top 0f Rail 10 Side STl tvriiienriieeenneenenneeneonnosessnsons 3'-7-7/16"
Top of Rail to Center of Coupler..veeeiiiieeirinreeornennsnenens 2'-10-1/2"
Top of Rail to Center Plate....uviiiiiiiinninnennnnenosnnsnnnas 2'-1-3/4"
Top of Rail to Discharge Gates (Light Car)....evuierinennennnnn. 0'-11-3/8"
Bottom of Side Si11 to Top of Side Plate...veevnvneneenennnnns 10'-10-15/16"
‘Estimated Light Weight: 63,9004
Cubic Capacity 4,700

Spec. 0-574-E



100 Ton Covered Hopper Cars
Series 1CG 764600-764699 (4 Cars)

Body
Underframe
Brakes
Draft Gear
Hatches
Hoppers

Discharge Gates
Discharge Gates

Trucks

Dimensions:

Length:

Width:

Height

Estimated Light Weight:

‘Cubic Capacity

GENERAL SPECIFICATIONS

Original Built-Puliman Standard-1969
Welded Steel Construction

Welded Design

ABD 1012, Auto Slack Adjuster, Composition Shoes

High Capacity 3-1/4" Travel

Roof - One 24" x 47'-6-3/16" trough type (4 1lids)

Three (3) Per Car

Three (3) 24" x 31-5/8" Openings, Sliding Gravity (3 Cars)
Three (3) 24" x 31-5/8" Openings, Sliding Gravity and Pneumatic
(1 Car)

100 Ton Capacity - S-2-C Stabilized with 3-11/16"

Travel Springs.

Wheel Base - 5'-10"

Wheels - 36" Diameter
Hydraulic Snubbers - MDA, Model D5

InsSide Of BOOY.:vuineinereeeenoieaeeareoeooeasenancanssnsnnsens 54'-6-9/16"
Over end PlateS et eieieieeseeeennssososnssssassnssnssnensnens 54' 7-1/8"
BVET Sl KIS ittt it errennonesasnossanssoseenuassacsassannas 56'-7"
Over RUNNING BOArdsS...vieeerreocnsoesesnsneosnonsasnosssnssasns 57'-3"
Center to Center of BOTSterS.iiineienniinerieoennensnennnnsnnns 45'-0"
Inside Of BOOY.iveewininreionroeenoanenreosnssnsonencarsonsssas 10'-0-1/2"
OVEr ST STTTS ittt iienerneneenroesseseneoneosoneensnananennnns 10'-6-3/16"
Over S10e StaKES.iiietieeeeeeeineenaroenorenssnssennennscensans 10'-6-15/16"
Over Side PlateS..ueeeereeersettnorsarennaseesoesnsonennnsenanss 10'-0-13/16"
Top of Rail to Top of Running BoardS..veeivininereennnenenannns 14'-7-5/16"
Top of Rail to Top of Side Plate..eeeeeeeereeneereennonnnonsass 14'-0-7/16"
Top of Rail to Side Sill Liiiiviiniriiiieiireieenseneseasanssnas 4'-11-7/16"
Top of Rail to Center of CoUPler.eeeereeieerntrtnnnenceasnsnonns 2'-10-1/2"
Top of Rail to Center Plate..eeee e rieenereennnseoseennacncossss 2'-1-3/4"
Top of Rail to Discharge Gates (Light Car)..........00. Cerereens 0'-11"
Bottom of Side Sill to Top of Side Plate.iverivrereernennnnenns g'-1

64,1004

4,740

Spec. 0-573-E



100 Ton Covered

GENERAL SPECIFICATIONS

Hopper Cars

Series ICG 764300-764599 (8 Cars) Original built-Centralia Shop,-1966
Body - Welded Steel Construction

Underframe - Welded Design

Brakes - Truck Mounted (Wabcopac)

Draft Gear - ' High Capacity 3-1/4" Travel

Hatches - Roof - One 20-3/4" x 48'-1-7/16" trough type (6 1ids)

Hoppers - Three (3) Per Car

Discharge Gates

Trucks

Dimensions:

Length:

Width:

Height

Estimated Light
Cubic Capacity

Three (3) 24" x 30" Openings, Sliding Gravity

- 100 Ton Capacity - A-3 Stabilized with 3-11/16"
Travel Springs. Roller Bearings
Wheel Base - 5'-10"
Wheels - 36" Diameter
Hydraulic Snubbers - MDA, Model D5

InSide Of BOOY.eeeiiieiiiireereineneeeeeoenoenoneenoensnnennsnn 54'-6-11/16"
Over end Plates. e e eniieeirireeeeneeraseensnsnresnneseeneonns 54 7-1/8"
OVEY St KIS ettt eeteeeeeesonsenaseensensosnnenossensannanas 56'-7"
Over RUNNING Boards .. iieiireriinrerernoereesocsorsosnsocnsnsnns 56'-6-1/4"
Center t0 Center of BolsterS.iv.iivieeiriennonrnnenerronnneennes 45'-Q"
Inside Of BOGY.uiviiiinerineeioeneosenresoeenenensosonsnnsonsns 10'-0-1/2"
Over Side Sills.civiieinvnne. C et teeteetestetenttacnetaneaeaanns 10'-0-1/2"
Over Side StakeS.u.viveivneeeininesesesronnncenesnensnanenennns 10'-6-13/16"
Over Side PlalesSeeeiiieieeenerestennnerevenssenesanessennnenens 10'-0-1/2"
Top of Rail to Top of Running BoardsS....covvveinineiiniinene, 14'-4-15/16"
Top of Rail to Top of Side Plate..iieeiiiiiiiiiiiierininennnanns 14'-0-7/16"
Top of Rail t0 Side Sill tiirriiinierneenenreneeennsennsonnannns 3'-5-11/16"
Top of Rail to Center of COUPler e e e e ennenieneenennennenns 2'-10-1/2"
Top of Rail to Center Plate.e.ee i ineernnerennrnnnenonnnnnnnns 2'-1-3/4"
Top of Rail to Discharge Gates (Light Car)...cevvvivuiienennnnn. 0'-11-3/8"
Bottom of Side Si1l1 to Top of Side Plate....vvveiiinnnennnnnnns 10'-6-3/4"
Weight: 67,700#

4,740

Spec. 0-572-t



GENERAL SPECIFICATIONS

100 Ton Covered Hopper Cars

Series ICG 765600-765699 (2 Cars) Original built-Pullman Standard-1970
Body - Welded Steel! Construction

Under frame - Welded Design

Brakes - ABD 1012, Auto Slack Adjuster, Composition Shoes

Draft Gear - High Capacity 3-1/4" Travel

Hatches - Roof - 6 Per Car, 30" Diameter

Hoppers - Three (3) Per Car

Discharge Gates Three (3) 24" x 30" Openings, Sliding Gravity
Trucks - 100 Ton Capacity - S-2-C Stabilized with 3-11/16"
Travel Springs. Roller Bearings
Wheel Base - 5'-10"
Wheels - 36" Diameter
Hydraulic Snubbers - MDA, Model D5

Dimensions:

Length: Inside 0f BOOY.vveiiiiiiriiieeiniinnenrnosetonensensncansansonss 54'-6-9/16"
Over eN0 PIaleS. v etureetereneroennaeesnastsennnasronnseoncosnas 54+ 7
OVEY SEriKe S .ttt it eteeneeesooeeasseeeeessonnonnnscnnnssanens 56'-7"
Over RUNNing BoardS..uueeeeenereeeieeeeeeosancsesoncosansosonas 57'-3"
Center to Center of BOTSterSein et iniereernenonseennnnenonanens 45'-0"
Width: Inside 0f BOdy.vveveiseririineiennnionniosnsssrnssnssnssosannanns 10'-0-1/2"
Over Side SillS.iveviennennnne C ot et ttaeenennaea e e 10'-6-3/16"
Over Side StaKeS.uiieiiieeeeoiooeenoeenoenrenonssnsseancnssonns 10'-6-15/16"
Over Side Plates.ieeieriierecenroeseseeeessesnseonncnoseonsonnes 10'-0-3/16"
Height Top of Rail to Top of Running BoardS...eeeveeenrneencenrennnnns 14'-8-1/16"
Top of Rail to Top of Side Plate...vieiiieieiinreereeaneonennss 14'-0-7/16"
Top of Rail 1o Side STl Liiuitiienieinreennreoneocesensoseannne 4'-11-7/16"
Top of Rail to Center of COUPTer.ee. e iveeeeneerencennonananes 2'-10-1/2"
Top of Rail to Center Plate.veeeiii i it ireneneernanenenanonns 2'-1-3/4"
Top of Rail to Discharge Gates (Light Car)..eveeiirveneeannnnnn. 0'-11"
Bottom of Side Sill to Top of Side Plate..vveeriiiiineennnnenns g'-1"
Estimated Light Weight: 62,700#
Cubic Capacity 4,740

Spec. 0-571-E



GENERAL SPECIFICATIONS

100 Ton Center Flow Cars

Series ICG 777800-777849 (1 Car) Orig. Built by ACF-1966
Body - Welded Steel Construction

Underframe - Welded Design

Brakes - ABD Wabcopac

Draft Gear - High Capacity 3-1/4" Travel

Hatches - Roof - 6 Per Car, 30" Diameter

Hoppers - Three (3) Per Car

Discharge Gates

Three (3) 13" x 42" Openings, Sliding Gravity

Trucks - 100 Ton Capacity - S-2-A Stabilized with 2-1/2"
: Travel Springs. Roller Bearings
Wheel Base - 5'-10"
Wheels - 36" Diameter
Hydraulic Snubbers - MDA, Model D3

Dimensions:

Length: Inside of BOdy.uee i iiiiiiininiiieiiennrneeransnonnsnannons 53'-3-1/8"
0T S A ol 1 = o~ U 54'-6-1/2"
Center to Center Of BOlSterS . iiiieiiiiieieeeeeeransnnnssnanennns 44'-9"
Width: Inside Of BOGy.ueuiiieiinrininiennooneeeesorosasonsosonnnsooanes 10'-5-1/16"
Over Side SillS..iueuiiiiiiisientoreencasosesossesoennsensnasans 10'-1"
Over Side SheetS . i iiiiiieteeiinrenneeneennseennonnseenosnnnes 10'-5-1/2"
Over Cormer POSLS ..t iieeteieieneneeenoerensceeocasoanessannnnns 10'-0-5/16"
Height Top of Rail to Top of Running BoardS....eeveeeeeenneerancannnns 10'-9-11/16"
Top of Rail to Top of Shelluiiei. ittt iiiieinnnns 14'-8"
Top of Rail to Center of CoUpler....ooeeiiniiiieiinieennnnnneens 2'-10-1/2"
Top of Rail to Center Plate...uis e i iinerineeonensennannnons 2'-1-3/4"
Top of Rail to Discharge Gates (Light Car.....cvvuevninnnennnnns. 0'-10-15/16"
Estimated Light Weight: 62,600#
Cubic Capacity 4,600

Spec. 0-570-E



GENERAL SPECIFICATIONS

100 Ton 60'-9" Auto Box-Cushion Underframe

Series ICG 670207-670249 (2 Cars) Orig. Built at Thrall- 1965
Clearance - A.A.R. Plate "C"
Body - Riveted Steel Construction
Underframe - ' Welded Design
Cushion Underframe A
(Hydraulic Unit)- Keystone-20" Travel
Brakes - AB-1210 Auto Slack Adjuster, Cast Metal Shoes
Draft Gear - High Capacity 3-1/4" Travel

Doors - Side 2 -8-Ft. doors per side centered on car

Lining - Side

25/32" Thick T&G.

Lining - End 25/32" thick T&G or 3/4" plywood
Floors - 1-3/4" N.S.F.
Trucks - 1007 - "A-3" stabilized with 3-11/16" Travel

Springs. Roller Bearings
Wheels - 36" Diameter - One Wear
Dimensions:

Length: Between pulling Face of COUPTErS. veeiiniienerenenrnronennanss 68'-7-1/2"

0T S ol o ol 65'-11"
Over End SiTTs.iuieeiniieiitreeieeorenereeenensennseencennnennss 60'-11-1/8"
Inside - Between End Linings.(With 25/32" End Lining).......... 60'-8-15/16"
Center to Center Bolsters. i it iniieieneieneeenreanennnnnns 46'-3"
TruCk WHheel BaSB.iuuieeeieteeerooesuerensnnnenoesesnsonssnansnnss 5'-10"
Width: OVEr S0 PlaleSeuiii e e ieeeeeerenreeeeeeeeesncseennnnannnns 9'-10"
Over S3de STT1S . uniriieriernrionennnsssnsnonsacroasesanesens g'-10"
Inside - Between Rub Rails.uiiiiieieerierenennnnereroneronnnnnes g9'r.2-7/16"
0 8 =111 3 10+-3-3/4"
Side DoOr OpPening .eeiiiieieneiriniiieneeenonsenenenesssnonnnss 16'-0"
Height TN S B sttt ittt et iieeisortsaesoasassnstasrsossssocsnssansnns 10'-9-1/2"
Side Door Opening - Clear..ceeeeeriiinireeeeeerennnaneonnnnnnes 10'-9-1/4"
Rail t0 TOP Of FlOO i uneerieeeeiieieeeesseanaseeseononnsnnnnan 3'-8"
Rail to Center Line of CoUPler.i et eiiiieerneneennenacnnnanns 2'-10-1/2"
Estimated Light Weight: 87,900#
Cubic Capacity 6,033

Spec. 0-569-E
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GENERAL SPECIFICATIONS

3.

100 Ton Auto Box-Cushion Underframe

Series ICG 670095-(1 CAR) Orig. Built at Centralia Shops - 19
Clearance - A.A.R. Plate "E"
Body - Riveted Steel Construction
Under f rame - Welded Design
Cushion Under frame
(Hydraulic Unit)- Keystone-20" Travel
Brakes - AB-1210, Cast Metal Shoes
Draft Gear - High Capacity 3-1/4" Travel

Doors - Side

10-0" Clear Door Opening

Lining - Side 1-5/8" Thick applied horizontally between

belt rails
Lining - End 25/32" thick T&G or 3/4" plywood
Interior Fixtures- 9 Belt DF-1
Floors - 1-3/4" N.S.F.
Trucks - 1007 - Ride Control with 3-11/16" Travel
Springs. Roller Bearings
Wheels - 36" Diameter - One Wear
Dimensions:
Length: Between pulling Face of Couplers..iieiiiinriiiininenninnnnnnnn 68'-7-1/2"
Over StriKerS . iuiiiieeeeronensssennnosensosnsansossnssosansnnns 65'-11"
Over ENG SiT)S.uuieieeerrenonsonsenenesosoanrosasesasnssnonsnns 60'-11-1/8"
Inside - Between End Linings.(With 25/32" End Lining).......... 60'-8-15/16"
Center to Center Bolsters...... St eeererae s erestaenenonaenanne 46'-3"
Truck Wheel BaSe..eveeeereeeriontnsoeronsneaanosonosassnsoansnns 5'-10"
Width: Over STde PlaleS.euuieerreeseresstnannsssasnssnnsssonsnsnsssnss 9'-11-5/8"
Over Side Sills......... A 9'-11-5/8"
Inside - Between Rub Rails.eiuieiiieniniieieroenenreenennnnnnnns g'-2-3/8"
Extreme. . iveiieiinoneessnanassnnns et tetereriseetsentsananan 10'-8"
Inside - Between Steel Side POStS.veieeriinierieeeernenrnennnons g'-5-5/8"
Side DOOr OPening tuveessreesncoseesnseeeesosnrossasnesssocnnss 10'-0"
Height INST 0B e s e seseeeeneneneonesessoessseesasnnanneesssensnsssssossss 11'-4-3/4"
Side Door Opening - Clear.ueeeeeereruieeeesseeiieansssncennnonns 10'-0-5/8"
Rail t0 TOp Of FlOOr . eeeueesnreonsnsoseonsosscncosnsansannasans 3'-8-1/4"
Rail to Center Line Of Couplereiiie i it ieininnnnensnsnsnsens 2'-10-1/2"
Estimated Light Weight: 91, 900#
Cubic Capacity 6,445

Spec. 0-568-E



GENERAL SPECIFICATIONS

70 Ton Auto Box-Cushion Underframe

Series 1CG 660000-(1 CAR) Orig. Built By ACF - 1970
Clearance - A.A.R. Plate "g"

Body - Riveted Steel Construction

Underframe - Welded Design

Cushion Underframe

. (Hydraulic Unit)- ACF Freight-Saver, 20" Travel

Brakes - ABD-1012 with Composition Shoes

Draft Gear - High Capacity 3-1/4" Trave)

Doors - Side

Lining - Side

Lining - End
Interior Fixtures
Floors

Trucks

Wheels

Dimensions:

10-0" Clear Door Opening

3/4" Plywood Between Rub Rails @ A-End
1" Plywood
3 Evans 1-Piece Bulkheads

- 1-3/4" N.S.F.

- 70T - Barber S-2-C with 3-11/16" Travel
Springs. Roller Bearings

- 33" Diameter - QOne Wear

Length: Between pulling Face of Couplers....iveiiiieeeninrersnnonanns 68'-3"
OVer S i KB S et ettt eeneeeeeeieneseoeonsnsonsosensenenasnnes 65'-7"
Over End STlTS.uuetineeieeneeneenresseenosenseesanonsansoanssns 60'-11-1/8"
Inside - Between End Linings.(With 1" End Lining).eeveveevennn.. 60'-8-5/8"
Center to Center BolsterS.iiuiiiiiiieeiiireneasnessenonscnnnsenns 46'-3"
Truck Wheel BaSB.iuiieeoeeeooenseeneeesneeeeanasoossossnessenans 5'-8"
Width: Over Side Plates.c.iiieiiiiiinienereasronsenonsonsennsonnnonnss g'-5-3/8"
Over Side STT11S.iuiiieeninereseeeeeeneeonesenesnasasosaseonnsans 9'-11-5/8"
Inside - Between side Linings.....coeiiviiniiiniinenrnsnnannnnns g'-4"
0 A =111 =3 10'-7-7/8"
Inside - Between Steel Side Posts...eviuiiiiiiinerereneraceennns 9'-5-5/8"
Side Door Opening .o.eeeseerseiorenseasoscnccosoncasanssessnnas 10'-0"
Height INST B e e aeeetereneeeneeeteeeeeneeaneeoeerassonsosenseasansonsas 10'-11-3/4"
' Side Door Opening - Clear..vieieiinteesnensenesosasocosensnnens 10'-11-3/4"
Rail to Top Of FlOOr.s. ittt iiirerenererereesoessosonsnnnsnsons 3'-7-15/16"
Rail to Center Line of Coupler....iiiviiierinieiiiinrennnennnnn. 2'-10-1/2"
Estimated Light Weight: 83,5004
Cubic Capacity 6,222

Spec. 0-567-E



GENERAL SPECIFICATIONS

100 Ton Auto Box-Cushion Underframe

Series ICG 620250-620266 (2 Cars) Orig. Built at Centralia Shops -196¢
Clearance - A.A.R. Plate "E"
Body - Riveted Steel Construction
Underframe - Welded Design
Cushion Underframe
(Hydraulic Unit)- Keystone-20" Travel
Brakes - AB-1210 - Auto Slack Adjusters, Cast Metal Shoes
Draft Gear - High Capacity 3-1/4" Travel

Doors - Side

2, 8-Ft. doors per side centered on car

Lining - Side 25/32" Thick T&G

Lining - End 25/32" Thick T&G or 3/4" plywood
Floors - 1-374" N.S.F.
Trucks - 1007 - "A-3" stabilized with 3-11/16" Travel

Springs. Roller Bearings
Wheels - 36" Diameter - One Wear

Dimensions:

Length: Between pulling Face of Couplers..veeeeeinreriironeernsennnnnns 68'-7-1/2"
Ve SEr i KIS et et ereeeaenseoseasesoseesensensescasesenssnnns 65'-11"
Over END STT1S.iieeieneeeneoreereneenneeoasenonseosoasonnnonnns 60'-11-1/8"
Inside - Between End Linings.(With 1" End Lining)..eeeriennennn 60'-8-15/16"
Center t0 Center BoloterS.ivueieireeeeeenrnrneneneenneeonnenenns 46'-3"
Truck Wheel Base.iiiiiieeiieesesnenrensssnsonnosessosnsonasnsenns 5'-10"
Width: Over Side PlatesS.e.veeeereieetenenareeeneerenenneanensensennnss g'-11-5/8"
Over S1de STTlSueeeniieriniiiienennneneeoeoensnsesesnasannonans 9'-11-5/8"
Inside - Between Belt Rails...ve e ieneinneenoereasensonnsnns g'-4-1/16"
EX M . ittt ettt nearsoonsonoasoenesasescenansoeensooenanses 10'-7-5/8"
Side DOOr Opening uvirieiereeierenennenecersnrenencenaonceannns 16'-0"
Height IR e .t ittt ittt i iiiiteneteoesnnsensonasanesoonscnnaneannes 11'-4-3/4"
Side Door Opening - Clear.iieeeeeiae i iieieeneneecanassanonnnnns 11'-0-5/8"
Rail t0 TOP Of FloOreeeee e ienereeenieeenerennsenosannnsssonnnns 3'-8-1/4"
Rail to Center Line Of COUPTer .ttt treerererenseeceocensennnens 2'-10-1/2"
Estimated Light Weight: - 89, 7004
Cubic Capacity 6,287

Spec. 0-566-E



GENERAL SPECIFICATIONS

70 Ton Auto Box-Cushion Underframe

Series ICG 660100-660206 (5 Cars) Orig. Built at Thrall 1965
Clearance - - A.A.R. Plate "E"
Body - Riveted Steel Construction

Underframe

- Welded Design

Cushion Underframe
(Hydraulic Unit)- Keystone-20" Travel

Brakes
Draft Gear
Doors - Side

Lining - Side

- AB-1012 - Auto Slack Adjusters, Cast Metal Shoes

High Capacity 3-1/4" Travel

10-0" clear door opening

25/32" Thick T&G

Lining - End 1" plywood

Interior Equipment- 22 Belt DF-1

Floors - 2-3/8" thick wood with 1/8" thick perforated
steel floor plate

Trucks - 70T - Ride Control with 3-11/16" Travel
Springs. Roller Bearings

Wheels - 33" Diameter - One Wear

Dimensions:

Length: Between pulling Face of Couplers..viueeieereinennennenrnannnns 68'-7-1/2"
0= N A ol 1 - o~ 65'-11"
Over End SiT1s.uiiiiniiieniniinineeeneneenonceesncnseoenannnnns 60'-11-1/8"
Inside - Between End Linings.(With 1" End Lining)....cvvneuuns. 60'-8-1/2"
Center to Center BolstersS.iiiiiii it iiiiiniinnnisnnsnsssnanennns 46'-3"
Truck Wheel Base..veereiiriieeinroereerossosenssocsannsnaneonnss 5'-8"
Width: Over Side PlatesS.iuveeiirvenncoeenonoeneosonsenosnsorocaseananss 9'-11-5/8"
Over Side STT10..uuieneieinenereeerorssrosnneecnsacsosnnnnens 9'-11-5/8"
Inside - Between Belt Rails.iueeeieieniniennnncnnrnnsnncanensns 9'-2-5/8"
A =1 10'-6"
Side DoOr Opening .uoveeeuieuieseeeeenneensnsoconsocnssasnsasnasas 10'-0"
Height 5413 T O 11'-4-5/8"
Side Door Opening - Clear..eeeeeeereereerenencresoasonns Cereens 11+-0"
Rail to TOp Of FlOO . ee e e inineeeeenonesenonncesososssoanannns 3'-8-1/2"
Rail to Center Line of COUPTOr. vttt ienroecensossossoronnnnes 2'-10-1/2"
Estimated Light Weight: 88, 5004
Cubic Capacity 6,367



GENERAL SPECIFICATIONS

70 Ton Auto Box-Cushion Underframe

Series I1CG 660036-660099 (6 Cars) Orig. Built at Centralia Shops- 1966
Clearance - A.A.R. Plate "E"
Body - Riveted Steel Construction
Underframe - Welded Design
Cushion Underframe
(Hydraulic Unit)- Keystone-20" Travel
Brakes - AB-1012 - Auto Slack Adjusters, Cast Metal Shoes
Draft Gear - High Capacity 3-1/4" Travel

Doors - Side 10-0" clear door opening

Lining - Side 25/32" Thick T&G

Lining - End 25/32" Thick T&G or 3/4" Plywood
Floors - 2-3/8" thick wood with 1/8" thick perforated
steel floor plate
Trucks - 707 - Barber S-2-C with 3-11/16" Travel
Springs. Roller Bearings
Wheels - 33" Diameter - One Wear
Dimensions:
Length: Between pulling Face Of COUPTEIS.urrnenvennenrernenneenernnen. 68'-7-1/2"
OVl S A S ittt iiineeeenreeroeesencaennonsnsanenennsnnnens 65'-11"
Over End Sills....... Chtetaere e ottt 60'-11-1/8"
Inside - Between End Linings.(With 25/32" End Lining).......... 60'-8-15/16"
Center to Center BoTSterS. i ieis et etinnereeesaaeenaenseenannns 46'-3"
Truck Wheel BasSe..ueveeeiseisurensnenonovonnsosacnsnonncannenenns 5'-8"
Width: Over S0 Plales.iueeeerneereeetroeoearnenenenneneoenensneenens 9'-11-5/8"
Over S108 STTlSiuiuineiiieniineeeeeenereeenoonsonnnoensenonnonas g'-11-5/8"
Inside - Between Side LiningS....coevieiiiienennnnreeanannns. 9'- 4-1/16"
X emMe . vttt iiiittenteneroeeasotoneneossonsescensoncnonens 10'-7-7/8"
Side DOOr OPening weeeuieeeeeeeiieeeenennesoeossnssassassassnns 10'-0"
Height Inside.....cc.ovune. ettt eeaeae et ettt e ettt e, 11'-4-1/4"
Side DoOr Opening - Clear..cvieesieessnenevnneneennennnnnansnnes 11'-0-1/16"
Rail to Top of Floor.iiee i iieneieiiienennrereconnnns teeeeenas 3'-g"
Rail to Center Line of CoupPler.ecie e ienineeerecnonsnnonononaees 2'-10-1/2"
Estimated Light Weight: 95, 200#
Cubic Capacity 6,440

S3nc N-FFALE



GENERAL SPECIFICATIONS

100-Ton 60'-9 Auto Box-Cushion Underframe
Series I1CG 670150-670199 (6 Cars) Orig. Built at Centralia Shops- 196:
620150-620199

Clearance
Body

Underframe

- A.A.R. Plate "C"

- Riveted Steel Construction

- Welded Design

Cushion Underframe
(Hydraulic Unit)- Keystone-20" Travel

Brakes
Draft Gear
Doors - Side

Lining - Side
Lining - End

Floors

Trucks

Wheels

Dimensions:

- AB-1210, - Auto Slack Adjusters, Cast Metal Shoes

High Capacity 3-1/4" Travel ("MK50")

2, 8-Ft Doors Per Side Centered on Car

25/32" Thick T&G
25/32" Thick T&G or 3/4" Plywood

- 1-3/4" N.S.F.

- 100T - "A-3" Stabilized with 3-11/16" Travel
Springs. Roller Bearings

- 36" Diameter - One Wear

Length: Between pulling Face Of COUPTerS..eeereeererneesnonnersnsennons 68'-7-1/2"
OVEr St iKY S e et teeeeneneronsoeneeneeossocnssossaonssnsnsansns 65'-11"
Over End STl i itineieenetersieneeennononeeascesoonasonasonsns 60'-11-1/8"
Inside - Between End Linings.(With 25/32" End Lining).......... 60'-8-15/16"
Center to Center BolstersS.iiiiieesineeeieeenerenoceonansansonnas 46'-3"
Truck Wheel BasSe...uisierieriososnseeeosennnocoseanesssassssonsas 5'-10"
Width: Over Side PlatesS.ie i it eieieinneeeeeaseonooensonensnosonsoasas g'-10"
Over Side SillS.viiireiinennnonnn U PP g'-10"
Inside - Between Side Linings...ieieiiiiieiiiiiiernonsnrasoness 9'- 3-7/16"
=111 PP 10'-6"
Side DOOr OpPening sevveeveseseoveesensonsossssonanasncanssosnas 16'-0"
Height TN Bttt iitiieiinereneseeosonnennsessseosoeesacessoannaansos 10'-9"
Side Door Opening = Clear..ceecieueieninesnnerosocsaseanononns 10'-9"
Rail to Top Of FloOr. i ieiininieerreneosesenseescencsasnsnsans 3'-8-1/4"
Rail to Center Line Of COUPTEr.eie e eeeeneeeeesennsonnconoesons 2'-10-1/2"
Estimated Light Weight: 87, 500#
Cubic Capacity 6,064

Spec. 0-563-E



GENERAL SPECIFICATIONS

100-Ton 60'-9 Auto Box-Cushion Underframe
Series ICG 670100-670149 (11 Cars) Orig. Built by Thrall Car - 1963
620100-620149 :

Clearance - A.A.R, Plate "C"

Body - Riveted Steel Construction
Under frame - Welded Design
Lushion Underframe
(Hydraulic Unit)- Keystone - 20" Travel
Brakes - AB-1210, - Auto Slack Adjusters, Cast Metal Shoes
Draft Gear - High Capacity 3-1/4" Travel

Doors - Side 2, 8-Ft Doors Per Side Centered on Car

Lining - Side

25/32" Thick T&G

Lining - End 25/32" Thick T&G or 3/4" Plywood
Floors - 1-3/4" N.S.F.
Trucks - 100T - "A-3" Stabilized with 3-11/16" Travel
Springs. Roller Bearings
Wheels - 36" Diameter - One Wear
Dimensions:
Length: Between pulling Face of CouplerS.c.ieieireinriiinerencocncnnnns 68'-7-1/2"
LT S o ol 1 =3 o 65'-11"
Over BEnd Sils.iueieieieneeeeeesoseesenososnessasonasonsnononas 60'-11-1/8"
Inside - Between End Linings.(With 25/32" End Lining).......... 60'-8-15/16"
Center to Center Bolsters.ieeieiriiennnsrovonannnns e hteeaeieea 46'-3"
TrUuCK Wheel BaSe.uuseeeieeeeereeaeeaseoseneensnsoseononecnnoenas 5'-10"
Width: Over Side PlateS....seeieeereeereoorossoenosssononssennenaseons g'-10"
Over S1de STT1S .t ineiieeeesoanessecscosonrnessennsosaannansonas 9'-10"
Inside - Between Side LiningS.....eeeuiiiniiiiiiiinenenenrnes 9'- 3-7/16"
S A o =111 S 10'-6"
Side DOOr OPening .eveeerieececeesenenesssnessasassasssssansonss 16'-0"
Height 43 1 =P 10'-9"
Side Door Opening - Clear........ $eseetsnussvessssasrancnsanses 10'-9"
Rail to TOp Of FloO . e iironeesonseonsensnnsasntasaonnsonnes 3'- 8-1/4"
Rail to Center Line Of COUPTOr. et et encnrenesoneorasasesanes 2'-10-1/2"
Estimated Light Weight: 87, 500#
Cubic Capacity 6,064

Spec. 0-562-E



GENERAL SPECIFICATIONS

70-Ton Pulpwood Car
Series I0G 866300-866399 (15 Cars) Orig. Built by Greenville 1972
GENERAL

The car is a 70-ton, all steel open-top hopper car of riveted construction designed for wood
chip service and is to comply in all respects to the latest revision of AAR "Specification
for Design, Fabrication and Construction of Freight Cars" as well as current United States
Safety Appliance Acts and AAR Interchange Rules.

Car is to be designed to facilitate and withstand unloading in a rotary dumper or by use of
top car shaker.

Bady - Riveted Steel Construction

Under frame Welded and Riveted Design

Brakes - ABD-1012 Auto Slack Adjuster, Camposition Shoes |

Draft Gear - High Capacity 3-1/4" Travel |

Wheels - 33" Diameter - One Wear

Trucks 70-Ton - Barber Stabilized 2-1/2" Travel
Roller Bearing

Side Stakes - 16 Per Car, Inside

Side Sheets - 7 Ga. Dimpled

Door Locks - Wine Ry. Eg. Co. - 12 Per Car

Floor Sheets - 7 Ga.

Hopper Chutes

- 12 Per Car, 45° Slope

Dimensions:
ngm: Inside‘.....‘....'............................'.........l'.'...56'-l"
OVGL’ St.rikers.................--...-.....-.....................57"0"
OVEI' COL’pler PUlling Faces............--..........--‘......-.--.59"7"1/2"
Center to Center BOlSteIS...ccevivserrncenncacccassosonsasassssd?’=1"
Width: InSide ...... EEEEEE ..-....-.o-oaonn-oo--oonouo.on-o-ocoo--.ocoolo'“ln
Over Side PlateS....cc...s Ceeeccennnneneenas teesesnscncassessesll'=2-1/4"
Height Top Of R.ail tOTOp Of Side Plate.........-.............--..'--.15'~0"
Top Of Rail tO Side Sill---.co-- ---------------- o--o..ooo-ooo-oo3'-5-7/l6"
Top of Rail to Center of Coupler.......... teeeveseenecnnsassssss2'=10-1/2"
Top Of Rail tO CentEI Plate....-........................-....-..2-1-3/4"
TOP Of Rail tODiSCharge Gates.--.-.....-a-oooo-ooo......00000000'-11"
Bottam of Side Sill to Top of Side Plate.......... ceveseacsrseall'~6-9/16"
Estimated Light Weight: 65,0004
Cubic Capacity 5,748

Spec.0-561-E



GENERAL SPECIFICATIONS

70~Ton Woodchip Hopper _
Series 10G B66050-866199 (8 Cars) Orig. Built by Greenville 1967 & 196t

GENERAL

The car is a 70-ton, all steel open-top hopper car of riveted construction designed for wood
chip service and is to comply in all respects to the latest revision of AAR "Specification
for Design, Fabrication and Construction of Freight Cars" as well as current United States
Safety Appliance Acts and AAR Interchange Rules.

Car is to be designed to facilitate and withstand unloading in a rotary dumper or by use of
top car shaker.

Body - Riveted Steel Construction
Under frame Welded and Riveted Design
Draft Gear - High Capacity 3-1/4" Travel
Brakes - ABD-1012 Auto Slack Adjuster, Cast Metal Shoes
Trucks 70-Ton - Ride Control or S-2-A with 2-1/2" Travel Springs
Roller Bearing
Side Stakes - 16 Per Car, Inside
Side Sheets - 7 Ga. Dimpled
Door Locks - Wine Ry. Eq. Co. - 12 Per Car
Floor Sheets - 7 Ga.
Hopper Chutes - 12 Per Car
Dimensions:
Length: INSiG@.eecerecnsesssasessrsnssnsssosscsossssssscncsssscsssnsnsesdd'=1"

Ovef Strikers.........................-...............-........57'-0"
OVEI Coupler PUlling Faces........-.....-......................59"7-1/2"
centef tO Center BOlSterS..........-...'-..........-..-....-...47'-1"

Width: InSide...........-..-..o..-....-.......-...-.-.................10"1“

OVQI Side Plates..........-.......-......--..-................olO"ll"
Height Top of Rail to Top of Side Plate.......... cersans O L

TOp Of Rail tO Side Silluc-.o..o.ctooonooao ----- 'ttl.l'....'...-3'-5-7/16"

Top of Rail to Center Of COUPler..c.eesseecsenssascsasnsasssssssd =10-1/2"
Top of Rail to Center Plate....eeeeveccscscssssnsssesvnoenssesss2=1=3/4"

Top of Rail to Discharge GatesS......c...... et eeseennans veessuns 0'-11"
BOttan Of Side Sill tO TW Of Side Plate... ........ .Qu"....‘..ll'-6_9/16"
Estimated Light Weight: 65,0004#
Cubic Capacity 5,748

Spec.0-560-E



GENERAL SPECIFICATIONS

70-Tan Woodchip Hopper

Series I0G 860000-860049 (5 Cars)

GENERAL

AAR Clearance
Body

Under frame
Draft Gear
Brakes

Trucks

Wheels

Side Stakes
Side Sheets
Door Locks
Floor Sheets
Hopper Chutes
Dimensions:

Length:

width:

BHeight

Estimated Light Weight:
Cubic Capacity

Orig. Bought From DT&I -~ 1967
Sides Raised by Q&0 - 1967

Plate F
- Riveted Steel Construction
Welded and Riveted Design
- High Capacity 3-1/4" Travel
- AB-1012 Auto Slack Adjuster, Cast Metal Shoes

70-Ton - Ride Control or S-2-C with 3-11/16" Travel Springs
Friction Bearings

- 33" Diameter - One Wear

- 32 Per Car, Outside

- 1/4"

- Wine Ry. Eq. Co. - 6 Per Car
- 5/16"

- 6 Per Car

INSiAC.eeeeteseseossosoososassssessasscsssosonascseacsssssnnassed2'=-8-3/4"
Over StrikerS.......... Y A (O
Over Coupler Pulling FaCeS..esesescsssesssssscsssscsssasessesssdb6’'=4"
Center to Center BOlSterS.eeeeseeseeescessccssosssessasssnssesadd'=10"

InSide..................-.................. ---------------- s e 9'-7"
Over Side Plates.........-...............-.........-.-.........10"‘6"

Top of Rail to Top of Side Plate............. ceesessessssessessld'=7"
Top of Rail t0 Side Sill.iceiveiresecssassecscsnsssacosassacnesssd =5"
Top of Rail to Center Of COUPler.veevsseescsccessasasssnnscsssss2'=10-1/2"
Top of Rail to Center Plate..... ceeseseraes cececcseresesssressss2—1-3/4"
Top of Rail to Discharge GateS....eeeecesscosassssesessosssassss0'=11"
Bottam of Side Sill to Top of Side Plate...seeeseocesscsessesa.13'=-2"
65,000#
4,738

Spec.0-559-E



GENERAL SPECIFICATIONS

70-Ton Pulpwood Car
Series ICG 821700-821999 (3 Cars) Orig. Built at Centralia-1966
Underframe and Bulkhead Welded Design
Draft Gear - High Capacity 3-1/4" Travel
Brakes - AB-1012 Auto Slack Adjuster, Cast Metal Shoes
Decking 5/16" Steel
Bulkhead Facing - 5/16" Steel
Trucks 70-Ton - Ride Control with S-2-A with 2-1/2" Travel Springs
Friction Bearings
Wheels - 33" Diameter - One Wear
Dimensions:
Length: Between pulling Face Of CouUpPlerS.iieei e inrenrieessnrncnesnanns 57'-4-1/2"
0TS Y ol 1 o 54'-9"
Over End Sills. i iiiiiiniiiiniriiecreenennseosnnsnsnannnns 54'-2"
Between BuTkheads..uuee e ieeeeeronesnensorosorosonossasannsnans 50'-0"
Center to Center Bolsters...viiieeeniinnennnnen, s e 43'-10"
Truck WHheel BasSB..veeveeeeeeroenooeessessansosonsossnenasonnans 5'-8"
Width: Over Side Sills.iuiuinerinenrecesnassnesseasasesosnsonssosnsns 9r-2-1/2"
Over Sill SEeP S ittt it iverresnoessensseneanosasennsssnonens g'-2"
Over BUulkhead. . v.veiieniiiienenonsoensesnranesesenssansosnsnanes 9'-2"
Height Rail to Top of Floor at Side..eeieiiiniiiiniiiiineninenrnenrnnnns 4'-0-"
Bulkhead at Center Sill.ii.iieiieiiiieniereinenineronesoersonssaons 8'-6"
Bulkhead at Side Sill..iiiiiiiinrniernrnrsrorsonnsnenonsnonsocnas 8'-0"
Rail to Top of Bulkhead..v.vueeernuentenrnoenonnreneeannsnasonans 12'-0"
Rail to Center Line of Coupler...civiriiiiinininnenenens ie...2'-10-1/72"
Estimated Light Weight: 55,2004

Approx. 33 cord

capy. @ 5'-3" 1g. logs level full

Spec.0-558-t



70-Ton Pulpwood

GENERAL SPECIFICATIONS

Car

Series I1CG 821300-821699 (4 Cars)

Underframe and Bulkhead Welded Design

Draft Gear - High Capacity 3-1/4" Trave)

Brakes - AB-1012 Auto Slack Adjuster, Cast Metal Shoes
Decking 5/16" Steel

Bulkhead Facing

Trucks

Wheels
Dimensions:

Length:

Width:

Height

Estimated Light
Approx. 33 cord

5/16" Steel

Orig. Built at Centralia-1964

70-Ton - Ride Control with S-2-A with 2-1/2" Travel Springs

Friction Bearings

- 33" Diameter - One Wear

Between pulling Face Of CouPlers...ceeiereerencereernnennnennes 57'-4-1/2"
Over Strikers...vieveveneees e e eseeaereeeeettecncenaatneasnons 54'.9"
Over End Sills.uiiniiieiiiiiineereneinseoeneeneonsososensnacnnns 54'.2"
Between Bulkheads . v viirienii it inereenenoenonnonncneoonnenns 50'-0"
Center to Center Bolsters......... Gt e bser e seetaarentantnanaans 43'-10"
Truck Wheel BaSe..vueiiiieieeeereerenseeooenonensconsonnnnnsans 5+-3"
Over STde STTT Sttt iiiieineeeneeeoeronsnsonssonssessnenennns 9'-2-1/2"
OVEr S Tl S PSS . ittt ittt iiiiiieenereennenacaoensonsonansonons gr-2n
Over BUTKREad. i i iiiiiiierneanrenennsssnnssssansssssennssnsnns gr.2"
Rail to Top of F1oOr at Side.eeeeiierieveenrensenennraesnnnennns 4'-0-"
Bulkhead at Center Sill . iiineieinniirinerennnnnneronnonneannss g8'-6"
Bulkhead at Side Sill.iuinieeiiiiiinneenreereonnenoeeonnsennnonns 8'-0"
Rail to Top of Bulkhead..uueviveniinrninenrneneereneneanannanns 12'-0"
Rail to Center Line of Coupler...iieeeiiernrninenenenonennnannns 2'-10-1/2"

Weight: 55,200#
capy. @ 5'-3" 1g. logs level full

Spec.0-557-E



GENERAL SPECIFICATIONS

70-Ton Pulpwood Car

Series ICG 820000-820999 (8 Cars) Orig. Built at Centralia-1967
Underframe and Bulkhead Welded Design

Draft Gear - High Capacity 3-1/4" Travel

Brakes - AB-1012 Auto Slack Adjuster, Cast Metal Shoes

Decking 5/16" Steel

Bulkhead Facing

5/16" Steel

Trucks 70-Ton - Ride Control with S-2-A with 2-1/2" Travel Springs
Friction Bearings

Wheels - 33" Diameter - One Wear

Dimensions:

Length: Between pulling Face of Couplers........... feeerateea it reeaes 57'-4-1/2"
LY S A o 1 T ol S eeeereees 54'-9"
Over ENd ST Tl .eeniineneeeneeoerenonnsosooonnesonasossnnennae 54'-2"
Between BUTKheads . e vt irintriieneneenrerenronseeensensannas 50'-0"
Center 10 Center BolsterS.uiee e ee e iieneernsnosesonnsrenennnss 43'-10"
TruCKk Wheel BaS.iuereerreereetoneesoeennteneesasosasensnnnsens 5'-8"

Width: Over S1de STT1S.ueniin i inrenreeneseneensennseonososossnsnnns 9'-2-1/2"
Over SH1T StePS .ttt ineerineenenossonsseoseeasoosenstsetoansaans CARYA
Over BUIKRBAO. .ttt ieieeeriesonerenoonrennnesesocasesonnnseons g'.2"

Height Rail to Top of F1oor at Side.eeeieieiirennneinonnnansornnnennnns 4'-0-"
Bulkhead at Center Sill.iiieeiiniiiiiininneeneieenecenooennannns 8'-6"
Bulkhead 8t Side Sill..iieiiiiineinnernirenneeoeenansocrnnnnnnes g8'-Q"
Rail to Top of BUTKhEAO. . e e it ennneinennreenrerennonernnnanss 12'-0"
Rail to Center Line of COUPTer it ei e iinernrneenrenennonnnannnns 2'-10-1/2"

Estimated Light Weight: 55,300¢#

Approx. 33 cord capy. @ 5'-3" 1g. logs level full

Spec.0-556-E



GENERAL SPECIFICATIONS

70-Ton Pulpwood Car

Series ICG 821050-821099 (4 Cars) Orig. Built by Thrall Car-1966
Underframe and Bulkhead Welded Design

Draft Gear - High Capacity 3-1/4" Travel

Brakes
Bulkhead Facing

Trucks

Wheels
Dimensions:

Length:

Width:

Height

Estimated Light
Approx. 33 cord

- ABD-1012 Auto Slack Adjuster, Cast Metal Shoes
5/16" Steel

- 70-Ton - Ride Control with 2-1/2" Travel Springs

Friction Bearings
- 33" Diameter - One Wear
Between pulling Face of Couplers...ccuieiiiuerieinnesnnnccnnnnes 57'-3"
OVEr S K eI S . ittt it ieterrneeeeresoosneocensnsonenesescasnanaas 54'-7-1/2"
Over End Sills..iuieeineeeenenereoesesesnoesnssoasoassascnosonnss 54'-2"
Inside - Between End Linings.iieuiiiiniiiiiiiirnnernnnnnnnenss 50'-0"
Center to Center BolStersS..iuiieieieetienrrnnonerenssnnosnsanonnas 43'-8-1/2"
Truck Wheel Base..viieeirienrnieernronenssonessatonsassesoasnses 5¢-8"
Over S3de STllS.iuieieiiiirineeroronssonsnenesensnrnsnsasonssas 9t-2-1/2"
Vel STTT St PS . ittt it ittt it ieaseeeenooesosenssnnneanesonenns g2
Over Bulkhead. .. vviiteninninenesnenoenesasonsnncencnssasnssnsnss 9.3
Rail to Top of Floor at Side....evuieniiiininininennroenneennns 4'-Q-"
Bulkhead at Center Sill.. i iiieiiirniiiiiiiiieineneneonnannnss 8'-6"
Bulkhead at Side Sill................. et etrebeeca e 8'-0"
Rail to Top of Bulkhead...veviiiiinneineninennnenensnonnannnnas 12'-0"
Rail to Center Line of Coupler..ieeeeeeiiininrnnernennnenonannnss 2'-10-1/2"

Weight: 55,3004
capy. @ 5'-3" 1g. logs level full

Spec.0-555-E
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Body -
Underframe -
Brakes -

Cushion Underframe
(Hydraulic Unit)-

Draft Gear -

Doors - Side

Lining - Side
Lining - End -
Lining - Ceiling-

Floors -

Insulation Sides-
Insulation Doors-
Insulation Floors-
Insulation Ends -
Insulation Ceiling-

Inside Fixtures -

GENERAL SPECIFICATIONS

70-Ton 50'-2" Insulated Box Cushion Underframe
Series ICG 150552-150599 (5 Cars)

Orig. Built at Centralia-1964
Riveted Steel Construction
Welded Design

AB-1012 Auto Slack Adjuster, Cast Metal Shoes

Keystone Shock Control - 20" Travel
High Capacity 3-1/4" Travel
10'-0" Sliding Plug Type

3/4" Plywood
3/4" Plywood
1/2" Plywood

2-3/8" Wood DoWe1oc

3" Fiberglass

3" Fiberglass

3" Dyfoam

2-1/2" Styrofoam
3-1/2" Fiberglass

Interior Bulkheads and Some Cars with
adjustable Side Fillers

Trucks - 70 Ton Capacity - Ride Control or Barber
S+2-C with 3-11/16" Travel Springs.
Friction Bearings
Wheels - 33" Diameter - One Wear
Dimensions: ‘
Length: Between pulling Face of Couplers..ciiieieiniiinirnresennnensnnnss 57'-11-1/2"
Over StrikerS . ii i i iiiiieieierninonennsnssensnsnansanosnsnns 55'-4"
Over End SilT8.uieiereernenenernrnsesreracoenasosassnsnannnnas 50'-10-1/4"
Inside - Between End Linings...iuveeinireininrinrirnrnnsonsnnons 50'-2"
Center to Center Bolsters..ieieiiieineiniieienronnneoneonsnnnns 41'-0o"
Truck Wheel Base..uueiiieiiniiiniiiereineeroonnsncnsnensnennnns 5'-8"
Width: Over Side PlatesS.euc et irienersroeeneoresacnatoonennsnsanees 10'-0-5/8"
Over Side STTIS .. iuiurerinineeneonensaroeeorenensasssncsnsnnsns g'-11-5/8"
Inside.Between Side LiningS.eeivveiivenrenvrncenennsanannanonss 9'-4-5/8"
Height T3 9'-10-15/16"
Side Door Opening - Clear .. eeiiiieiaeeieeneracensenannsanannns g'. g4-1/2"
Rail t0 TOP Of FloO . iviiiinrieeteneeenrenenennnneeeenenoonnns 4'- 0"
Rail to Center Line of Coupler.iiieei e iiretiiereerenanannnnans 2'-10-1/2"
Estimated Light Weight: 82,300#
Cubic Capacity 4,665

Spec.0-554-E
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70-Ton 50'-8" Insulated Box
Series 1C6 150966-150990 (4

Body -
Underframe -
Brakes -

Cushion Underframe
(Hydraulic Unit)-

Draft Gear

‘Doors - Side

Lining - Side
Lining - End
Lining - Ceiling-

Floors -

Sides-
Doors -
Floors-
Ends -
Ceiling-

Insulation
Insulation
Insylation
Insulation
Insulation

Inside Fixtures -

Trucks -

Wheels -

Dimensions:

GENERAL SPECIFICATIONS

Cushion Underframe
Cars)

Orig. Built at Centralia-1966
Riveted Steel Construction
Welded Design

AB-1012 Auto Slack Adjuster, Cast Metal Shoes

Keystone Shock Control - 20" Travel
High Capacity 3-1/4" Travel

10'-0" Plug Type, Staggered, 20" to Right of Car Centerline
3/4" Plywood

3/4" Plywood

1/2" Plywood

2-3/8" Laminated, Koppers "Alger"
3" Fiberglass

3" Fiberglass

3" Dyfoam

2-1/2" Styrofoam

3-1/2" Fiberglass

Interior Bulkheads (Evans 1-Piece)
Side Fillers (Evans 6-Position)

70 Ton Capacity - Ride Control with 3-11/16"
Travel Springs. Friction Bearings

33" Diameter - One Wear

Length: Between pulling Face of Couplers..eeiiiiieeiineienrninncnnennns 58'-1-1/2"
OVer SEriKerS .. i i i i iieieeeeneecenetssesoarsovaoannssnssnsosons 55'-6"
Over End Sillsieiiiiinninananas Sttt eeaceeentecesatatasenasenaens 50'-10-1/4"
Inside - Between End LiningS..ieieieinienenssonnsasaesnanannnns 50'-2"
Center to Center BolsterS.iiiiieiieiisisicnareesssonssnsssnnsas 41'-0"
Truck Wheel Base....veevesenosanescoorosesssssssssssnsssssnnnnns 5'-8"
Width: Over Side PlateS.iieeereeereroneneneonscsnsonassssorasssnssnnns 10'-0-5/8"
Over S1de ST1)S .t uennenieereresonecossnosssosnsrasansnsssaneos g'-11-5/8"
Inside.Between Side Linings...eeereiiiiiieiiiiiiirnnnnnncnennns 9'- 4-19/32"
‘Height INSide . e ettt eteiiieeetrenereesnsasnsosssosnenssnssssancansnns g'-10-15/16"
Side DOOr Opening = Clear.ceeeeesrereoesosnnneneaaassosscnnnnns g'- 4-1/2"
Rail tO Top Of FloOr..veeiiieieeroneenecenonsensnnonsnsscnnsons 4'- 0"
Rail to Center Line of COUPlIEr .t ettt it eenenenonnsnanonacnnns 2'-10-1/2"
Estimated Light Weight: 82,300#
Cubic Capacity 4,665

Spec.0-553-E



GENERAL SPECIFICATIONS

70-Ton 50'-8" Insulated Box Cushion Underframe
Series ICG 150900-150965 (8 Cars)

Orig. Built by G.A.T.X.-1962

Body -
Underframe -
Brakes -

Cushion Underframe
(Hydraulic Unit)-

Draft Gear -

Doors - Side

Lining - Side
Lining - End -
Lining - Ceiling-

Floors -

Sides-
Ends -
Floors-
Ceiling-

Insulation
Insulation
Insulation
Insulation

Inside Fixtures -

Trucks -

Wheels -

Dimensions:

Riveted Steel Construction
Welded Design

AB-1012 Auto Slack Adjuster, Cast Metal Shoes

Keystone Shock Control - 20" Travel
High Capacity 3-1/4" Travel
10'-0" Plug Type, Staggered, 20" to Right of Car Centerline

3/?" Plywood
3/4" Plywood

172" Plywood
2-1/4" Wood Doweloc

3n
3"
3|l
4"

Fiberglass
Fiberglass
Styrofoam

Fiberglass

Interior Bulkheads (Equipco 2-Piece)
Side Fillers (Evans 1-Position)

70 Ton Capacity - Barber S-2-C with 3-11/16"
Travel Springs. Friction Bearings

33" Diameter - One Wear

Length: Between pulling Face of Couplers...eiveeiinerineeennneennnnnas 57'-9-1/2"
OVer Sty ke S, i i iieeiiinereineeereeeneeneeocsananaesoanasanns 65'.-2"
Over End SiTls.eeiiiiiirienirneneseeeneeeenscenneseoansanannsas 50'-8-1/4"
Inside - Between End Linings...c.ciieiiiiiiniinenrenronsnnnnnns 50'-1"
Center to Center BolstersS.iiiuiiiiir ettt iernnsentonrnosasennns 40'-10"
Truck Wheel Base....iveuiieroieeeeienetosnsseonasssansanansones 5'-8"
Width: Over Side PlatesS.eeeeieiieriiinenenernenenenenennncansnenans .. 9'-11-5/8"
Over S1de STTTS .t tiiniiietenienneensnenseessenisessssassannsns 9'-11-5/8"
Inside.Between Side LiningS..ueeeeeernisososssnsecnosssosnnssns 9'- 4-1/8"
Height T3 U 9'-10-15/16"
Side Door 0pening = Clear..ueieeeeeunereenesesoenoesosonesonanns 9'- 4-1/16"
Rail £0 TOp Of FloOr.eeeeeeiiiieinerncenararessnsssnsonssannans 4'- 0-3/8"
Rail to Center Line of COUPler..c.ovuiviriinorsnnronnessnasonnnns 2'-10-1/2"
Estimated Light Weight: 81, 300#
Cubic Capacity 4,548

- ~ Fe~ -
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GENERAL SPECIFICATIONS

70-Ton 50'-8" Insulated Box Cushion Underframe

Series ICG 150770-150899 (4 Cars)

Body -
Underframe -
Brakes -

Cushion Underframe
(Hydraulic Unit)-

Draft Gear -

1

Doors - Side

Lining - Side
Lining - End -
Lining - Ceiling-

Floors -
Insulation Sides-
Insulation Ends -
Insulation Floors-
Insulation Ceiling-

Inside Fixtures -

Trucks -

Wheels -

Dimensions:

Orig. Built at Centralia-1963
Riveted Steel Construction
Welded Design

AB-1012 Auto Slack Adjuster, Cast Metal Shoes

Keystone Shock Control - 20" Travel

High Capacity 3-1/4" Travel

10'-0" Plug Type, Staggered, 20" to Right of Car Centerline
3/4" Plywood

3/4" Plywood

172" Plywood

2-3/8" Wood Doweloc

3" Fiberglass
2-1/2" Styrofoam
3" Dyfoam

3-1/2" Fiberglass

Interior Bulkheads (Equipco 2-Piece or Evans
1-Piece) Side Fillers
(Equipco or Evans 3-Position)

70 Ton Capacity - Barber S5-2-C with 3-11/16"
Travel Springs. Friction Bearings

33" Diameter - One Wear

Length: Between pulling Face of Couplers..uieeeeieiinenrnennrnennnnnnns 57'-11-1/2"

OVEY St iKY S . ittt ittt iieteteronseotoeonenosennsennennsansasos 55'-4"
OVEr ENO STl18 .ttt eneeereeoeneoeneoeonoensssosneeonsenensnnnns 50'-10-1/4"
Inside - Between End Linings...eeiniiiirnreieneeneneraronconons 50'-2"
Center to Center BolsterS it iii it iieereeeeeronneeenosesannnsns 41'-Q"
Truck Wheel Base...vvureriieeenivsososoennorsrennosnsssnsnnsnns 5'-8"

Width: Over S1de PlateS.ueeeeesesscseseososanesnsssanenancansnnnnanns 10'-0-5/8"
OVEr Side STl1S . uuiueierereneneeneoesesensonseneesanannanneens 9'-11-5/8"
Inside.Between Side LiningS..eeeeeuieieirineiinrnnenesnonnnenens 9'- 4-19/32"

Height 03 o 1 9'-10-15/16"
Side Door 0pening = Clear.eeei e e esnsuneneenacnsocnanonanans 9'- 4-9/16"
Rail t0 Top Of FlOOr . i e oottt eeeeeseneeeneeseesnenenosnons 4*- Q"

Rail to Center Line Of COUPTOI ettt ttneinenonenanneoosnsnonanns 2'-10-1/2"

‘Estimated Light Weight:
Cubic Capacity

84,100# or 83,800#
4,665



GENERAL SPECIFICATIONS

70-Ton 50'-2" Insulated Box Cushion Underframe

Series ICG 150600-150749 (11 Cars) Orig. Built at Centralia-1964
Body - Riveted Steel Construction
Underframe - Welded Design
Brakes - AB-1012 Auto Slack Adjuster, Cast Metal Shoes
Cushion Underframe
(Hydraulic Unit)- Keystone Shock Control - 20" Travel
Draft Gear - High Capacity 3-1/4" Travel

Doors - Side

Lining - Side

10'-0" Plug Type, Staggered, 20" to Right of Car Centerline

3/4* Plywood

Lining - End - 3/4" Plywood
Lining - Ceiling- 1/2" Plywood
Floors - 2-3/8" Wood Doweloc
Insulation Sides- 3" Fiberglass
Insulation Ends - 2-1/2" Styrofoam
Insulation Floors- 3" Dyfoam
Insulation Ceiling- 3-1/2" Fiberglass
Inside Fixtures - Interior Bulkheads (Evans 1-Piece)Side Fillers
(Evans 6-Position)
Trucks - 70 Ton Capacity - Barber S-2-C with 3-11/16"
Travel Springs. Friction Bearings '
Wheels - , 33" Diameter - One Wear
Dimensions:
Length: Between pulling Face Of COUPTOrS.u i iiniinernennrnernnenannns 55'-11-1/2"
0L = R o ol T o 55'-4
Over End SillS.icuiiuiiiiinneinseeeeneroeroneossnnennsoneenanans 50'-10-1/4"
Inside - Between End LiningS..cueeeeeiiiiniereenneanoeaceannnns 50'-2"
Center to Center Bolsters..vierieiiiniinniinieeneneneennennnnns 41'-0"
Truck Wheel Base...vieieiiiiiironenensenensorenennnnenoneenssns 5'-8"
Width: Over Side Plales..uiuiseuieeienieernreoaneennneenneenneennnnenns 10'-0-5/8"
Over Side Sills..iuiiniiiiiiiiiniinrsneeneeonennrnnennennennnes 9'-11-5/8"
Inside.Between Side Linings..vieeveeieinetrinnrnnrnnannennanns 9'- 4-19/32"
Height 1 I« U 9'-10-15/16"
Side Door Opening = Clear.. v iieeeeeeeeenoneeeenennennnsoennnns 9'- 4-1/2"
Rail to Top of FloO . i iiireineeninnnernrnnrrenennnnnnns RN 4'- Q"
Rail to Center Line Of COUPTEOI .t er e tinvieeoeronennenennennees 2'-10-1/2"
Estimated Light Weight: 82,000#
Cubic Capacity 4,665



GENERAL SPECIFICATIONS

70-Ton 50'-8" Insulated Box Cushion Underframe

Series ICG 150230-150232 (2 Cars) Orig. Built by N.A.C.C. -1965
Body - Riveted Steel Construction
Underframe - Welded Design
Brakes - WabcoPac B-3, Composition Shoes
Cushion Underframe
(Hydraulic Unit)- Keystone Shock Control - 20" Travel
Draft Gear - High Capacity 3-1/4" Travel

Doors - Side 12'-0" Plug Type, Staggered, 23" to Right of Car Centerline

Lining - Side

1

3/4" Plywood

Lining - End - 3/4" Plywood
Lining - Ceiling- 1/2" Plywood
Floors - 2-3/8" Wood Doweloc
Insulation Sides- 3" Ultralite
Insulation Ends - 3" Ultralite
Insulation Floors- 3-1/2" Styrofoam
Insulation Ceiling- 4" Ultralite
Inside Fixtures - Interior Bulkheads (Evans 1-Piece)Side Fillers
(Evans 1-Position)
Trucks - 70 Ton Capacity - Ride Control with 3-11/16"
Travel Springs. Roller Bearings
Wheels - 33" Diameter - One Wear
Dimensions:
Length: Between pulling Face of CouplerS...civieiiieenunnnnranns e 57'-9-1/2"
O T N o ol 1 -1 ok 3 55'-2"
Over End STTls.iiuiiieiiieeieereontoeonsosssnasssnesssosansnnanna 50'-8-1/2"
Inside - Between End LiningS.ieiseeeneineeninernenneenaonsnnsas 50'-1"
Center 10 Center BolsterS..uieeeereeeeeeerreneenenenennsoenanns 40'-6"
Truck Wheel BasSe...eeiiieeeereecerarosscnasennssssoesesssonnonns 5'-8"
Width: Over Side PlateS .. e ieeeereeeeeeneeneeonnronennenocnnenananns 9'-11-13/16"
Over Side SillS.uiuniiiineenietenrosenesnonacneenseseaesnasnnas 9'-11-9/16"
Inside.Between Side LiningS..ceeeeieeeesnennannaneaonsaanasnans 9'- 5-13/16"
Height INS . ittt eir et teneesnseassntonsnsseressansencanssosnnes 9r-11"
Side Door Opening - Clear..e.eeeiiiin i iinniernnrnesnscnnnnenns g'- 3-1/2"
Rail t0 TOp Of FloOr.ue i ieeeeenrenenesnenesonenacessonnnnenns 4+- 0-7/16"
Rail to Center Line Of COUPTBr..uer e retinenrereneeenrenenaneans 2'-10-1/2"
Estimated Light Weight: 82,000#
Cubic Capacity 4,565



. GENERAL SPECIFICATIONS

70-Ton 50'-8" Insulated Box Cushion Underframe

Series ICG 150200-150226 ( ¢ Cars) : Orig. Built by G.A.T.X. -1963
Body - Riveted and Welded Steel Construction
Underframe - Welded Design
Brakes - AB-1012, Auto Slack Adjuster, Cast Metal Shoes
Cushion Underframe
(Hydraulic Unit)- Keystone Shock Control - 20" Travel
Draft Gear - High Capacity 3-1/4" Travel

Doors - Side 10'-0" Piug Type Centered on Lat. Center Line of Car

Lining - Side

3/4" Plywood

Lining - End - 3/4" Plywood
Lining - Ceiling- 1/2" Plywood
Floors - 2-1/4" Wood Doweloc
Insulation Sides- 3" Fiberglass
Insulation Ends - 3" Fiberglass
Insulation Floors- 3-1/2" Zero-Lite
Insulation Ceiling- 4" Fiberglass
Inside Fixtures - Interior Bulkheads (Evans 1-Piece), Side Fillers
(Evans 1-Position)
Trucks - 70 Ton Capacity - Barber S-2-C with 3-11/16"
Travel Springs. Friction Bearings
Wheels - 33" Diameter - One Wear
Dimensions:
Length: Between pulling Face of Couplers..iueeiieirerireeneneneennnnnns 57'- g-1/2"
0N S A 1 Y 55'-2"
Over End Sills.iuiniiiiiiniireiinereenenrenneensacanennenenenss 50'-8-1/4"
Inside - Between End LiningS..vieeiuereneenronernannonesnnnnnes 50'-1"
Center to Center BolsterS.iiiiiineriiiinininiienenennnneannnnes 40'-10"
Truck Wheel BaSe..u.eieieeeeieeeeneneneneeneeenrnenansosesennnes 5'-8"
Width: Over Side PlatesS.iieeieeienteeeeneeeereenenoneenenenneennennns 9r-11-5/8"
Over Side STl ..iuitiiiinriiiiiiernneneeneeesoneonasnennnans 9'-11-5/8"
Inside.Between Side LiningS..eeiei i iiiieenruneeonensnnnncnnnns 9'- 4-1/8"
Height T T 9'-10-15/16"
Side Door Opening = Clear..iieeeiirnennennnenenenoonsoeseneanns 9'- 4-1/16"
Rail to Top Of FloOr .. iniieereneeneeennonenoenooeonnennnnns 4'- 0-3/8"
Rail to Center Line of COUPIer.ice e eieeeeerenreenenennsnnnanns 2'-10-1/2"
Estimated Light Weight: 82,000#

Cubic Capacity 4,281



. . GENERAL SPECIFICATIONS

70-Ton 50'-8" Insulated Box Cushion Underframe

Series ICG 150175-150195 (3 Cars) Orig. Built by G.A.T.X. -1967

Body -
Underframe -
Brakes -

Cushion Underframe
(Hydraulic Unit)-

Draft Gear -
Doors - Side -
Lining - Side -
Lining - End -
Lining - Ceiling-
Floors -
Insulation Sides-
Insulation Ends -
Insulation Floors-
Insulation Ceiling-

Inside Fixtures -

Riveted and Welded Steel Construction
Welded Design

AB-1012, Auto Slack Adjuster, Cast Metal Shoes

Keystone Shock Control - 20" Travel

High Capacity 3-1/4" Travel

10'-0" Plug Type, Staggered, 23" to Right of Car Centerline
3/4" Plywood

3/4" Plywood

1/2" Plywood

2-1/4" Wood Doweloc

3" Polyurethane
3" Polyurethane
3-1/2" Polyurethane
4" Polyurethane

Interior Bulkheads (Equipco 1 Piece)Side Fillers
(Equipco 6 Position)

Trucks - 70 Ton Capacity - Barber S-2-C with 3-11/16"
Travel Springs. Friction Bearings
Wheels - 33" Diameter - One Wear
Dimensions:
Length: Between pulling Face Of COUPlErS. uiiiiieietseeerearacnnnnannnans 571-11-1/2"
Over SEriKerS..iveeiiieiesoseorososeseeaocssasconsassssssnssasas 55'-4"
Over End Sills.uiuuieeeteeneneneneeceeeueosossonssenssansonsnns 50'-8-1/4"
Inside - Between End Linings...coeiiiiiieniininrnnenneneensenses 50'-1"
Center to Center BoOlSterS. v iiuiruienereeeneesennrncoososontonsnas 40'-10"
Truck Wheel BasSe.iuiereerersereeecoreesaosrassrsossosasenceanns 5'-8"
Width: Over Side PlatesS...veiirencanonnnnsnnns e esereteieseaereaees g9r-11-5/8"
Over Side Sills.......... e e teese et eattaaesasoearanetesesas 9'-11-5/8"
Inside.Between Side LiningS..cieiviuiiinioininsncnnnnssnssonennes 9'- 4-7/8"
Height INS Bt et it iii ittt teessinsenossassassssssscnsssssnssassnanas 9'-10-15/16"
Side Door Opening = Clear.eieeeeeeeeioeeeneesoesssesosaanonnans 9'- 4-1/16"
RATT t0 TOP Of FlOOr . s veeseneneeneneosoeneenseosoasoneescaneas 4'- 0-1/2"
Rail to Center Line Of COUPTer.e e reneeeeenenecosnrooncensones 2'-10-1/2"
Estimated Light Weight: 82,0004
4,473

Cubic Capacity
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GENERAL SPECIFICATIONS

70-Ton 50'-8" Insulated Box Cushion Underframe

Series ICG 150100-150147 ( 4 Cars)

Body -
Underframe -
Brakes -

Cushion Underframe
(Hydraulic Unit)-

Draft Gear -
Doors - Side -
Lining - Side -
Lining - End -
Lining - Ceiling-
Floors -
Insulation Sides-
Insulation Ends -
Insulation Floors-
Insulation Ceiling-

Inside Fixtures -

Trucks -

Wheels -

Dimensions:

Orig. Built by G.A.T.X. -1963
Riveted and Welded Steel Construction
Welded Design

AB-1012, Auto Slack Adjuster, Cast Metal Shoes

Keystone Shock Control - 20" Travel
High Capacity 3-1/4" Travel

10'-0" Plug Type Centered on Lat. Center Line of Car
3/4" Plywood

3/4" Plywood

1/2" Plywood

2-1/4" Wood Doweloc

3" Fiberglass Trucks

3" Fiberglass

3-1/2" Zero-Lite

4" Fiberglass

Interior Bulkheads (Equipco 2-PC.), Side Fillers
(Equipco 4-Position)

70 Ton Capacity - Barber S$-2-C with 3-11/16"
Travel Springs. Friction Bearings

33" Diameter - One Wear

Length: Between pulling Face of Couplers.eeeeiiirieiinirenninnennsnnnns 57'- 9-1/2"
OVEr SEriKerS . uieeeeieeeasossoeniosencasassnssossnssnassconnsnsnse 55'-2"
Over End SiTls.iueeineirrrenoneesossononcosoossocasannsnnsssnss 50'-8-1/4"
Inside - Between End Linings..iieeiierineencesrerensenceecnnans 50'-1"
Center to Center Bolsters....... f et ereience ettt tetat et eanns 4p'-10"
Truck Wheel BasSe...veeeeeceocntessnonnssscnssssnsssnssssoansnsnse 5'-8"
Width: Over Side PlateS.ieieeieeeeeseaseseasaaaasosstosatansnssannonan 9+'-11-5/8"
Over Side SillS.uiueeneerevenraneneneensnsossnsnsansesaesnsnsss 9'-11-5/8"
Inside.Between Side LiningS.eeeiueeeeeenroeossencsacsnsnnsncans 9'- 4-1/8"
Height INS .ttt iieeenorneneasossssserosaenesssssssssnsnsnsansnssssss 9'-10-15/16"
Side Door Opening - Clear...iueiiieieineneeeeneneneansnnnnnnnes 9'- 4"
Rail to TOP Of FlOO e ettt enenrnonnruesscssosassnsasnssnsnas 4'- 0-3/8"
Rail to Center Line of Coupler..iee e iier ettt itieensaensnannns 2'-10-1/2"
Estimated Light Weight: 82, 000#
Cubic Capacity 4,360

Spec.0-546-F



w
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GENERAL SPECIFICATIONS

70-Ton 50' 8" Box Standard Underframe

Series ICG 563300-563499 (26 Cars) Orig. Built at Centralia 1969
Body - Welded Steel Construction

Underframe - Welded Design

Brakes - ABD-1012, Auto Slack Adjuster, Composition Shoes

Draft Gear - High Capacity 3-1/4" Travel

Doors -~ Side

Sides

Lining - End
Floors

Inside Fixtures

Trucks

Wheels
Dimensions:

Length:

Width:

Height

Estimated Light
Cubic Capacity

10Ft Sliding Type Centered on Lat. Center Line of Car

- Single sheathed waffle side with outside
posts '

Corrugated

- 1-3/4" N.S.F.

9-DF-2 Belt rails extended from Door Post to Corner Post.Metal
Rub Rails

- 70 Ton - Capacity - Ride Control
3-11/716" travel springs. 6 x 11 Roller Bearings

33" Diameter - One Wear

Between pulling Face of COUPTerS.ieeieereeeseernacasaocsnannans 55'- 8-1/2"
OVer SEriKerS . it eeiieseesroeeesossocssossosanssssonasseonsan 53'-1"
Over End Sills.ieiiieeieninneenerenoesonsennsonsaonsns S 50'-10-1/4"
Inside - Between End LiningS..iveviirvnnninrerncnsinrensnencnns 50'-8"
Center to Center BolstersS..iiieeee i reesnesrssnsavernonsans 41'-2"
Truck Wheel BaSe.iveieerieennerenossscnnossssavissosssssonsansas 5' -8"
Over Side PlaleS . iineieeernereeenenoeseeesosasonssasnencsss g'.11-1/2"
Over Side STT16 . iiiitienereieiaeeaeeensensssatsasssnssonsonsssnas 9'~ 6-5/8"
Inside Between Rub Rails & Belt Rails..ivivvriinrevincnnnnnnnns g'- 4-1/8"
INST g0ttt teeteeeneoeeoeeseosssesnsenesosssensssssosasonansas 10'-7-1/2"
Side Door Opening = Clear...veeeeeeeeencneneensocasenansnsnsens g'-11"
Rail to Top 0f FloO . e eeieinneerenreosvoorsssoancoosasnnassos 3. 7-13-16"
Rail to Center Line of Coupler....iieeiineeeeneenenncnonnscnnnns 2'-10-1/2"
Weight: 68, 400#

5,024

Spec. 0-545-t



GENERAL SPECIFICATIONS

70-Ton 50'Box Cars

Series ICG 563000-563299 (70 Cars) Orig. Built at Centralia 1969
Body - Welded Steel Construction

Underframe - Welded Design

Brakes - ABDW10"x12", Auto Slack Adjuster, Composition Shoes
Draft Gear . High Capacity 3-1/4" Travel

Doors - Side

10Ft Sliding

Sides - Single sheathed waffle side with outside
posts

Lining - End 12 GA. Corrugated

Floors - 1-3/4" N.S.F.

Inside Fixtures

DF-2 Belts recessed in waffles and 1ad1ng anchors
recessed in side posts

Trucks - 70 Ton - Barber S-2-C with

3-11/16" travel springs. Wheel Base - 5'-8"
Wheels 33" Diameter - One Wear
Bearings - 6" x 11" Roller

Dimensions:

Length: Between pulling Face of COUPTerS..vuieverenernecarssasnnesnannns 55'~ 8-1/2"

OVEr St iKY S it iereeereerseeesocesoesooensensnssrensnassasonns 53'-1"
Over ENd STTTSuuiieiiinennrieeenreererensoseesonsnsocesansansnss 50'-10-1/4"
Inside - Between End LiningS...eiiiiiriienenenenenenesncnnannns 50'-8"
Center to Center BolstersS.iiviieiieeereneeenrtorecsassnasoonnns 41'-.2"
Width: Over Side Plates.......... f ettt aeereeessssteens e etereentieens 9'- 9-7/8"
Over Side SillS.iuiiiieeiiiereeeeenseonsesasessocansasssennnenns g'- 5"
INSidE. ettt ittt it icetsntesaessossnnssseessrasanssscsannss 9'- 4"
Side Door Opening (C1ear ). eee i een e nereeneoesnnneannnansns 10'- 0"
Height 0535 e =P 10'- 7-1/2"
Side Door Opening = Clear.iveeeieiineeeiesinrosneereanennsannns g'-11"
Rail t0 TOp Of FloO e irrineeieineeeeenooneenenosencnnensenns 3'- 7-13-16"
Rail to Center Line of Coupler..ciuiiiireiiieecoencreoncnconesans 2'-10-1/2"
Estimated Light Weight: 62,400#
Cubic Capacity 5,024

Spec. 0-544-t



GENERAL SPECIFICATIONS

70-Ton 50'-8" Box Cushion Underframe

Series ICG 580400-580599 (12 Cars) Orig. Built at Centralia 1969
Body - Welded Steel Construction
Under frame - Welded Design
Brakes - AB-DW1012, Auto Stack Adjuster, Composition Shoes
Cushion Underframe

(Hydraulic Unit)- Keystone Shock Control - 20" Travel
Draft Gear - High Capacity 3-1/4" Travel

Doors - Side

10Ft Sliding

Sides - Single sheathed waffle side with outside
posts

Lining - End 12 GA. Corrugated

Floors - 1-3/4" N.S.F.

Inside Fixtures

DF-2 Belts recessed in waffles and lading anchors
recessed in side posts

Trucks - 70 Ton Capacity - Ride Control or Barber S$-2-C with
3-11/16" travel springs. Roller Bearings
Wheels - 33" Diameter - One Wear
Dimensions:
Length: Between pulling Face of Couplers...ciiiiiiiienieninenncannnnnss 58'- 1-1/72"
OVEY‘ StrikerSo' oooooooo # 0 6 6 0 5 % 06 0 0 5 O S 60 L BT EI G e e ET S L LS 55"6"
Over End SiTls.uiieineiereerotsoneeenteeroreoeeasnenacareaannns 50'-10-1/4"
Inside - Between End LiningS...veiininiiiiiiiiinnienansnnnnnnes 50'-8"
Center to Center BolsterS. i it iiiiiiiinieeeeannnennonannannsnns 41'-Q"
Truck Wheel BaSe..ueeeeeeeroereesoosesesossonsensnnonesasaonsas 5 -8"
Width: Over Side PlateS.ie e inereeeieeereeerenoensenennnonnnconnnsns 9'- 9-7/8"
Over Side STTTS .. uiiiiiieeereeeeenonenssaseaseonassosesaseensans 9'. 5"
InSide..... --------------- 5 0 2 0 08 05 00 0045068000590 0sEeTsLEGLEIEIOIES 9" 4"
Height INSide. ettt it ittt ittt er ettt reertattsettecnnasoanansnaans 10'- 7-1/2"
A Side Door Opening - Clear.uieueceeeeeeeeenenenseneneonnnaansnsns 9'-11"
RATT 10 TOP Of FloO . e eeeeeereeeeeeueonoeneneneseasennoonannss 3'- 8-1/4"
Rail to Center Line of CoUPler.. ettt ennnnnnnnnns 2'-10-1/2"
Estimated Light Weight: 72,000#
Cubic Capacity 5,024

Spec. 0-543-E



GENERAL SPECIFICATIONS

70-Ton 50'-6" Box Cars

Series ICG 515550-515899 (31 Cars)

Body

Under frame
Brakes
Draft Gear
Doors - Side

Lining - Side
Lining - End

Floors

Trucks

Wheels
Bearings
Dimensions:

Length:

Width:

Height

Estimated Light Weight:
Cubic Capacity

Orig. Built at Centralia - 1963
- Riveted Steel Construction

- Riveted Design, Welded Body Bolsters

- AB-10" x 12" - Auto Slack Adjusters, Cast Metal Shoes

- High Capacity 3-1/4" Travel

- Sliding - 2 Doors - 8 Ft. Main 7 Ft. Aux.

- 3/4" Plywood
3/4" Plywood

- 2-3/8" N.S.F.

- 70 Ton - "A3" or S-2-C, Stabilized with 3-11/16"
travel springs. Wheel Base - 5'-8"

- 33" Diameter - QOne Wear

- 6" x 11" Friction

Between pulling Face of Couplers..ive i iiireiiirnnennenennnns 54'-4-1/2"
OVEY SEr KB S it eiittirenennionoeeeseneeaneeoncensesasonsennas 51'-9"
Over End STT)uuuiueneeieinioreereeenenonennesencnsncnsasennnns 50'-8-1/4"
Inside - Between End LiningS.ieeie e inininnnnsenennnssonnsnsnns 50'-6-1/8"
Center to Center BolsterS.ciieeieiieeienereeneoenenoneenanennons 40'-10"
Over Side PlatesS.uieeieivitsreeerseassacesenensnancnsonsoocnss 10'- 0-5/8"
Over Side STTTSu.uriueneenereerenocneenseoenseseononocnsonsnnnse 9'-11-5/8"
Inside - Between Side LiningS...eeeeuveenreeeneennnennons veraes 9'- 4-1/8"
Inside - Between Steel Side PoStS..vueeieeerneenceorreencnannons g'-5-5/8"
Side Door Opening (Clear)eieeee e eneneecenensnsessesanansns 15'-0"
G T B et et vteteeneeneonesosenoasonensasoesannenensnnnnsnnneass 10'- 6-7/8"
Side Door 0pening = Clear.iiieeieieeiiernennennsnersosonsncssnns 9'-11-3/16"
Rail t0 Top Of FlOO . it eeeroinetenorenoasensenesosnnancasnnns 3'- 8-1/4"
Rail to Center Line of Coupler.iee e i eniineenrennnnensanns 2'-10-1/2"

63,000#

4,988

Spec. 0-542-E



GENERAL SPECIFICATIONS

70-Ton 50'-6" Box Cushion Underframe

Series ICG 595050-595349 (18 Cars) Orig. Built at Centralia - 1962
Body - Riveted Steel Construction

Underframe - Welded Design

Brakes - AB-1012, Auto Slack Adjuster, Cast Metal Shoes

Cushion Underframe '
(Hydraulic Unit)- Keystone Shock Control - 20" Travel

Draft Gear
Doors - Side

Lining - Side
Lining - End

Floors
Inside Fixtures

Trucks

Wheels
Dimensions:

Length:

Width:

Height

Estimated Light
Cubic Capacity

- High Capacity 3-1/4" Travel

Double Sliding - 8' Main Centered and 7' Auxiliary

3/4" Plywood
3/4" Plywood

- 1-3/4" N.S.F.

DF-2 Partial Belt

- _ 70 Ton Capacity - Ride Control or Barber S-2-C with 3-11/16"
travel springs. Friction Bearings.

- 33" Diameter - One Wear

Between pulling Face of COUPTErS..ieeereerreenrecnennsnsonconns 57'-9-1/4"
Over StrikerS.iuieuieeriioveosersessssocooncnsososossssssrssssensas 55'-1-3/4"
Over End SiTls.iieeeinerreneeensocenseeocansenns e eesececirenans 50'-8-1/4"
Inside - Between End LiningS..uiuiiiveinieiiieenireniineanennnanns 50'-6-1/8"
Center to Center BolsterS.iueiveeeiinenerenneenoensnsnencnsososs 40'-10"
Truck Wheel Base.iiiieriieeeaesiesrioasesassantassscenasoacnonss 5 -8"
Over Side PlateS..ivereeeseerinnsoocoseeserensonsessosnnsonans 9'-11-5/8"
Over Side Sills.ieiiieiriinieninnsnceacnnas Cerereeetreeeantaans 9'-11-5/8"
Inside - Between Side LiningS..eeeeseevenvneneeenieensonnnsnnns 9'. 4-1/8"
INS e ettt ieneiineieaneeenannosenssssssosssonseascoosssanans 10'- 7"
Side Door Opening = Clear...oueeeeeeeceaerocroseoasnannsanssans 9'-11-5/16"
RaTT £0 TOP Of FloOr. i ieiiieeeieeereenorenennsoreosnnsonsonnns 3'- 8-1/4"
Rail to Center Line of CoUPleree. et eierir e ieneenecnnneannns 2'-10-1/2"
Weight: 69, 3004

4,972

Spec. 0-541-t



GENERAL SPECIFICATIONS

70-Ton 50'-6" Box Cars

Series 1CG 515500-515549 ( 7 Cars)

Body

Under frame
Brakes‘
Draft Gear
Doors - Side

Lining - Side
Lining - End

Floors

Trucks

Wheels
Bearings
Dimensions:

Length:

Width:

Height

Estimated Light Weight:
Cubic Capacity

Orig. Built at Centralia - 1962
- Riveted Steel Construction

- Riveted Design, Welded Body Bolsters

- AB 10"x12" - Auto Slack Adjusters, Cast Metal Shoes

- High Capacity 3-1/4" Travel (MK50")

- Sliding - 2 Doors - 8 Ft. Main, 7' Ft. Aux.

- 3/4" Plywood
3/4" Plywood

- 1-3/4" Nailable Steel Floor

- 70 Ton - "A3" Stabilized with 2-1/2" Travel Springs
Wheel Base - 5'8"

- 33" Diameter -~ QOne Wear

- 6" x 11" Friction

Between pulling Face of COUPlerS..eeeeeeeeierecarneernrooennnns 54'-4-1/2"
OVer SEriKerS . ittt iitiitienensnensrsnenonsososesessnnacnns 51'-9"
OB X T B T - 50'-8-1/4"
Inside - Between End LiningS..veiverenviecroconerororosnronnannns 50'-6-1/8"
Center to Center Bolsters.iiiieaiiiieniiiinnernrnnenenesnnsnns 4Q'-10"
Over Side PlatesS. i e ineeriereneeroensoseenensosesernasnsas 10*-0-5/8"
Over Side SillS.uuuiuiininenionenineroraroosoresnanesncannnnns 9'-11-5/8"
Inside - Between Side LiningsS...ivveviruieeininnerirnnencsnnnnns 9'- 5-5/8"
Side DoOr Opening..eceseeeseneseceosesacsesvosssoaassasnaas eees15'-0"
T e 1 P 10'- 7-1/2"
Side Door Opening - Clear.iiieeeisistsseonssonsocnesnonsananenns 9'-11-13/16"
Rail t0 Top 0f Floor. e iiiiiieenneneenreroconsaraconsocacnneons 3'- 7-3/4"
Rail to Center Line of Coupler..ciiiiiiireirninenenneenennennnnes 2'-10-1/2"

60, 800#

4,988

Spec. 0-540-t



GENERAL SPECIFICATIONS

70-Ton 50'-6" Box Standard Underframe

Series 1CG 513800-514099 ( 9 Cars)

Body
Underframe
Brakes

Oraft Gear
Doors - Side

Lining - Side
Lining - End

Floors

Trucks

Wheels
Dimensions:

Length:

Width:

Height

Estimated Light Weight:

Cubic Capacity

Orig. Built at Centralia - 1966
- " Riveted Steel Construction

- Welded and Riveted Design

- AB-1012, Auto Slack Adjuster, Cast Metal Shoes

- High Capacity 3-1/4" Travel

- 2 Doors, 7 Ft. Aux., 8 Ft. Main, 15' Clear Door Opening

- 3/4" Plywood
3/4" Plywood

- 2-3/8" Nailable Steel Floor

- 70 Ton Capacity - Ride Control with 3-11/16" Travel Springs
Friction Bearings

- 33" Diameter - QOne Wear

Between pulling Face of Couplers..eieiviiiiriiineeennnnnnecnnnns 54'-8-1/2"
Vel SEr KIS .t eeetneorosnrssesessssosnsvenenensosossossassns 52'-1
Over End Sillseueueinieeeniorosrorosoososseassoesscssasnsansass 50'-8-1/4"
Inside - Between End LiningsS.e.eeieeivecnrennnronsnnsssansonens 50'-8-1/8"
Center to Center BoTSterS.uiiiieeieeieecererenessocnsconssasonsoss 41'-2"
Truck Wheel BasS@....veiieeesnsoncenonsonsosnosonsenssscnsnsenss 5 -8"
Over Side PlateS..ciiiiereerernorosneesonsosoasnsasnsessnsanns 10'-0-5/8"
Over Side STllS.iiiiiiiiiiierionsosetasoasancenosscaaansnsnnaena 9'-11-5/8"
Inside - Between Side LiningS.eeeecierienienenrnsrnsnrnssnennnns 9'- 5-5/8"
Side Door OPening.eueceeeeseeeerecsscreseosnsnonsssosonsssnanns 15'-0"
NS 0.t tentireneneeresronosasssosnsessasnanssssssansssennnssss 10'- 6-3/4"
Side Door Opening = Clear..iee i eieeeerrirennecnonsronnsnsnnnons g'-10"
Rail t0 TOp Of FlOO . euiieiinnerrrernsnnrecnanaceeonosnnanenens 3'- 8-7/16"
Rail to Center Line of Coupler.ceeeeiiniieneienereansenaranncnns 2'-10-1/2"
63,5004
4,984

Spec. 0-539-F



GENERAL SPECIFICATIONS

70-Ten 50'-6" Box Cushion Underframe

Series ICG 590700-590899 (12 Cars) Orig. Built at Centralia - 1963
Body - Riveted Steel Construction

Under frame - Welded Design

Brakes - AB-1012, Auto Slack Adjuster, Cast Metal Shoes

Cushion Underframe
(Hydraulic Unit)- Keystone Shock Control - 20" Travel

Draft Gear
Doors - Side

Lining - Side
Lining - End

Floors
Inside Fixtures

Trucks

Wheels
Dimensions:

Length:

Width:

Height

Estimated Light
Cubic Capacity

- High Capacity 3-1/4" Travel

10-0" S1iding type Centered on Lat. Center Line of Car

3/4" Plywood
3/4" Plywood

- 1-3/4" N.S.F.

3-DF-2 Belt Rails, Adjacent Door

- 70 Ton Capacity - Ride Control with 3-11/16"
travel springs. Friction Bearings

- 33" Diameter - One Wear

Between pulling Face of Couplers.....cevevevennnnnn. et 57'-11-1/2"
OV T S A ol 1 =3 o~ 55t-4"

Over End STTTsuuuieeiieereeeeneonosoessusoeessonasonnsonnssansas 50'-10-1/4"
Inside - Between End Linings.eeiveeerennieiiiniinninrenennennns 50'-6-5/8"
Center to Center BoTStersS.eieeeieiiieieeerenonenerooeneneannsens 41'-0"
Truck Wheel Base..veeeeveeeneacnonnnns et eetet et et ter e 5 -8"

Over Side PlateS et iiiieeieienreenenesesnonssasnnssssesnansanss 10'- 0-5/8"
Over STde STllS.iuiiiieniereioneersoseosuoeaseonoosnsensnsnnnnnes g'-11-5/8"
Inside - Between Side LiningS..ieeiueenriineenenineenennncneens 9'- 4-1/8"
TN ST 0.ttt etnenaenneeeonseesonosnnsnsnsonsneassossasenasess 10'- 6-1/4"
Side Door Opening = Clear.ueeecesseenereneecnneennoonsnnnneonns 9'- 9-5/8"
RATT 10 TOp Of FloOr. e ueieeeeesoeeroeneneneesnononnsosnennnns 3'- 8-1/4"
Rail to Center Line Of CoUPTer. et eeeenerereononnonneonnnoens 2'-10-1/2"

Weight: 72,0004
4,967

Spec. 0-538-t



GENERAL SPECIFICATIONS

70-Ton 50'-6" Box Cushion Underframe

Series 1CG 561700-561999 ( 6 Cars) Orig. Built at Centralia - 1967
Body - Riveted Steel Construction

Underframe - Welded and Riveted Design

Brakes - AB-1012, Auto Slack Adjuster, Cast Metal Shoes

Draft Gear - High Capacity 3-1/4" Travel

Doors - Side

Lining - Side
Lining - End

Floors
Inside Fixtures

Trucks

Wheels
Dimensions:

Length:

Width:

Height

Estimated Light
Cubic Capacity

10-0" Sliding type Centered on Lat. Center Line of Car

3/4" Plywood
3/4" Plywood

- 2-3/8" N.S.F,

9-Belt-DF-2 Extending From Door Post to Corner Post

- 70 Ton Capacity - Ride Control or Barber S-2-C with 3-11/16"
travel springs. Friction Bearings

- 33" Diameter - One Wear

Between pulling Face of COUPTerS. i e e rneereenvecnsnnonsans 55'-8-1/2"
Over Strikers........ce.. PP 53'-1"
Over End SiTls...ieeieiniininetieeteeeeocnsensnsconsncanansanens 50'-10-1/4"
Inside - Between End LiningS.ceeieriiieiivonnnsenrnnroconsnnsons 50'-8-1/8"
Center 10 Center BololersS.iiiiiiirierieereeeereneeeneesnnonnsens 41'-2"
Truck Wheel Base...uveeeereeseeoeesseessoassonscsosanassasconsas 5 -g"
Over Side Plates.iueireeeireearocecsessocosensessnssessnsosnns g'-11-5/8"
Over Side STTlS.iiiiieireiiereneecoroenrocssnsennecoansoansnsnas g'-11-5/8"
Inside - Between Side LiningS..ceeieieeniirieienniinnennnnsnnnas 9'- 4-1/8"
Side Door Opening..... C e e st et erest e are e asresaer et st aes 10'-0"
INS 0Bt tiieeiiniteeereonsosssnsenasosssonoconsoessencssassoans 10'- 6-5/8"
Side Door Opening = Clear..eeerieeiiiieiininencneeeeennnnonnnns 9'-11-1/8"
Rail to Top Of FlOOr.eeeeueneieresooroneneennancaseasensosansnns 3'- 8-7/16"
Rail to Center Line of COUPTer.e et eiieereneeeneononoosnnonasonns 2'-10-1/2"
Weight: 68,600#

4,960

Spec. 0-537-E



"GENERAL SPECIFICATIONS

70-Ton 50'-6" Box Cushion Underframe

Series ICG 590200-590274 ( 4 Cars) Orig. Built at Centralia - 1966
Body - Riveted Construction |
Under frame - Welded Design

Brakes - AB-1012, Auto Slack Adjuster, Cast Metal Shoes

Cushion Underframe
(Hydraulic Unit) - Keystone Shock Control 20" Travel

Draft Gear
‘Doors - Side

Lining - Side
Lining - End

Floors

Inside Fixtures

Trucks

Wheels
Dimensions:

Length:

Width:

Height

Estimated Light
Cubic Capacity

High Capacity 3-1/4" Travel

10-0" Sliding type Centered on Lat. Center’Line of Car

3/4" Plywood
3/4" Plywood

- 1-3/4" N.S.F.

4-DF-2 Belt Extending From Door Post to Side Post Next to
Corner

- 70 Ton Capacity - Ride Control or Barber S-2-C with 3-11/16"
travel springs. Friction Bearings

- 33" Diameter - (One Wear

Between pulling Face Of COUPTErS.eeueeeneneeenennneroennnenenos 58'-1-1/2"
Vel S KBS i tiieen e e reseocnsusossesosnoasesoanensasonons 55'-6"

Over End Sills.i.iueiiiiiiietneeeeoeceeeessoresennsanceocnsnsonse 50'-8-1/4"
Inside - Between End LiningS.veeiieiininenniiienreneeeannenenns 50'-6-1/8"
Center t0 Center BolstersS.iiiuieie it ieeeneeoeneeonnosssossonnens 41'-0"
Truck Wheel Base.iuieveeeeenenneneannn et ttatacrtattettenscaanans 5 -8"

Over Side PlatesS.ueieerenneeeteneeeeesenssnsosnsssnneonnsensss 9'-11-5/8"
Over STde Si1l6. it iieieiereeosooesooseosnsonoenssnsesaneanans 9'-11-5/8"
Inside - Between Side LiningS.eeeuieeseieiecernrecenneanenenonns 9'- 4-.1/8"
NS e, ittt ittt ittt i itetteteoresnnsensenesensscensssnnnans 10'- 6-1/4"
Side Door Opening - Clear.ie e e rneetneeenoeenesnsencnons bee. 9'-9-172¢
Rail t0 TOP Of FlOOr.eeeeeeeteeteeeeenosnoseoesosonseosnennsnns 3'- 7-7/16"
Rail to Center Line Of COUPTer e tr ittt ennnronsoncnoseonnenees 2'-10-1/2"

Weight: 74, 5004
4,97

Spec. 0-536-E



GENERAL SPECIFICATIONS

70-Ton 50'-8" Box Standard Underframe

Series ICG 561000-561299 ( 8 Cars) Orig. Built at Centralia - 1965-1966
Body - Riveted Steel Construction

Under frame - Welded and Riveted Design

Brakes - AB-1012, Auto Slack Adjuster, Cast Metal Shoes

Draft Gear - High Capacity 3-1/4" Travel

Doors-Side - 10-0" Sliding type Centered on Lat. Center Line of Car

Lining - Side - 3/4" Plywood

Lining - End 3/4" Plywood

Floors - 2-3/8" N.S.F.

Inside Fixtures

4-DF-2 Extending From Door Post to Corner Post

Trucks - 70 Ton Capacity - Ride Control or Barber S-2-C with 3-11/16"
travel springs. Friction Bearings

Wheels - 33" Diameter - One Wear

Dimensions:

Length: Between pulling Face of CouplersS.ceieeeeeeerensnonerosonsnscnas 54'-8-1/2"
OVer St KBrS . i it iieeieesvessoonensansssassenssosnsessnscnssns 52'-1"
Over End SiTlS.iuiueeinienneeeeeeanocnsoessososasososorsessasas 50'-10-1/4"
Inside - Between End LiningS...viveeeeieinerneiininnnnennennns 50'-8-1/8"
Center to Center Bolsters..iiiiiieiiniiiierennninnnnsnannonnss 41'-2"
Truck Wheel Base..veeieeriiinenoenennesosnsnsssessssoronssasnsass 5 -8"
Width: Over Side PlatesS.uieieriiiiereeecencsossscoseosnasnssnanssnonns 9'-11-5/8"
Over Side STTlS.ieiieeienrerereonerrososensvonssocnssncnnonsnns 9'-11-5/8"
Inside - Between Side LiningS..eeeeieinieniienriienenennennnanns 9'- 4-1/8"
Side DoOr Opening.eeeeeeeceesassscossstossossncsssonsacansons ..10'- 0"
Height 0 F 3 - O 10'- 6-1/4"
Side Door Opening = C1ear..ieeeeeeteereeerenenesnonncsnseasenes 9'- 9-1/2"
Rail to Top Of FloOr . veiiieiiieeieinsneetentsosascnasesnonsnnsnans 3'- 8-7/16"
Rail to Center Line of Coupler......e..... M ebereaeecesertnsanans 2'-10-1/2"
Estimated Light Weight: 64,400#
Cubic Capacity 4,970

Spec. 0-535-¢



: . GENERAL SPECIFICATIONS

70-Ton 50°'-8" Box Cushion Underframe

Series ICG 590000-590199 ( 6 Cars) Orig. Built at Centralia - 1964
Body - Riveted Steel Construction
Under frame - Welded Design
Brakes - AB-1012, Auto Slack Adjuster, Cast Metal Shoes
 Cushion Underframe
(Hydraulic Unit) - Keystone Shock Control - 20" Travel
Draft Gear - High Capacity 3-1/4" Travel
Doors-Side - 10-0" S]iding type Centered on Lat. Center Line of Car

Lining - Side 3/4" Plywood
Lining - End 3/4" Plywood

Floors - 2-3/8" N.S.F,

Inside Fixtures 3-DF-2 Belt Rails. Adjacent Door

Trucks - 70 Ton Capacity - Ride Control or Barber S-2-C with 3-11/16"
travel springs. Friction Bearings
Wheels - 33" Diameter - One Wear
Dimensions:
Length: Between pulling Face of COUPlerS.iiuiiieirneroncenecarenennnnnns 57'-11-1/2"
OVEr SEr iKY St tnreeontessoerososensossenssensssssonnssnsssnssns 55'-4"
Over End Sills.vieineiinririenneannsen Ceerereecetteneaeaaee s 50'-10-1/4"
Inside - Between End LiningS..ieieeeeveressnesnoesncsnnss ceaees 50'-8-1/8"
Center to Center Bolsters.iieieiiiiinieiiininnnnnensns ceteaanas 41'-0"
TrUCk Whee] Base ooooooooo ® 0 8 0 00000000 IEELEIENGILILEELOIOIEIOEIOTOEOIOEOINOGIBROUDRES 5 '8"
Width: Over Side Plates............ C et eetee et ec e e et asa e naaeaanns g*-11-5/8"
Over Side Sills. it iieiintnroreeenatoncncannsnsnns Cereeneeneee 9'-11-5/8"
Inside - Between Side LiningS.eieeeeeeseiriseeeesneenennnenenns 9'- 4-1/8"
Height 1T T - 10'- 6-1/4"
Side Door Opening = Clear.eeeeeecseceeeseroesescsosassesnansans 9'- 9-5/8"
Rail t0 Top Of FloOr. e eeeiieieeseeneenecesanasocoasassasansne 3'- 8-7/8"
Rail to Center Line of COUPTIEr ettt e eiirnrnorecensonnonranons 2'-10-1/2"
Estimated Light Weight: 73,000#
Cubic Capacity 4,967

Spec. 0-534-t



GENERAL SPECIFICATIONS

70-Ton 50'-6" Box Cushion Underframe

Series ICG 592700-592999 ( 5 Cars) Orig. Built - ACF - 1965
Body - Welded Steel Construction
Underframe - Welded Design
Brakes - AB-1012, Auto Slack Adjuster, Cast Metal Shoes
Cushion Underframe

(Hydraulic Unit) - ACF Freight Saver 20" Travel
Draft Gear - High Capacity 3-1/4" Travel

Doors-Side

Lining - Side
Lining - End

Floors
Inside Fixtures

Trucks

Wheels
Dimensions:

Length:

Width:

Height

Estimated Light
-Cubic Capacity

10-0" Sliding type Centered on Lat. Center Line of Car

3/4" Plywood
3/4" Plywood

- 1-3/4" N. S.F.

3-DF-2 Belt Rails, Adjacent Door, Lading Strap Anchors

- 70 Ton Capacity - Ride Control or Barber S-2-C with 3-11/16"
travel springs. Friction Bearings

- 33" Diameter - One Wear

Between pulling Face of CouplersS..iiuieiininenerenenonocnnnenns 57'-9-1/2"
DVEr St KB S . ittt e nereereoonosoennsensnesssansensecssannss 5.2

Over End SiTls.ueuiuiiiiienennereotoncerenseasoncnsenaneoncanne 50'-8-1/4"
Inside - Between End LiningS.veeerieneiiniiineireonnsocnoanannns 50'-6-1/8"
Center to Center BolsterS.iiiieereneeetieeeeeeetenenenoconcasnnes 40'-1Q0"
Truck Wheel BaSe.iieeierieerennesostoensenosossnsosonsonnssanes 5 -8"

Over Side Plates.eiee i iieeeroeeeroeennencnaenensenaennannans 9'- 5-3/8"
Over Side Sills.iuiiiieiionnrerorsneeecensenonnonsonennnananns g'-11-5/8"
Inside - Between Side LiningS.ieeeeeuieceerenioornnsnernannnanss 9'- 4-1/8"
INST B ittt iieiieteeneenoonsesesnoresesnsensonenoencsocnasnnss 10'- 5-1/2"
Side Door Opening = Clear. it iiiieiiniiniienrnneroensnesosnnns 9'-10-3/4"
Ra1] t0 TOP Of FloO . eueeereeeieeenoneeeoeennonnnsonoenennonnne 3'- 7-13/16"
Rail to Center Line of COUPler.ie it ieenerneereneeenesenanennss 2'-10-1/2"

Weight: 64 ,200#
4,941

Spec. 0-533-t



GENERAL SPECIFICATIONS

70-Ton 50 Ft. Box Cars

Series I1CG 591800-591999 ( 6 Cars) Orig. Built - G.A.T.C. - 1968
Body - Riveted and Welded Steel Construction
Underframe - Welded Design
Cushioning - Keystone Shock Control 20" Travel
Draft Gear - High Capacity 3-1/4" Travel
Brakes - AB-1012 - Auto. Slack Adjuster-Cast Metal Shoes
Doors-Side - 10 Ft. Sliding Type - Centered
Lining - Side and End - 3/4" Plywood
Floors - 1-3/4" Nailable Steel Floor
Trucks - 70 Ton Capacity - S-2-C with 3-11/16" Travel Springs.
Friction Bearings
Wheels - 33" Diameter - One Wear
Dimensions:
Length: Between pulling Face of COUPTerS.vierieeerneresonresoncasnnnns 58'-1"
Over StriKerS.uieieeiseireeesosnesnncesossosssssssasonsosnnncns 55'-5-1/2"
Over End SillS.iuueeieienneeersasssensnosconaansssnssaascaennns 50'-9-3/4"
Inside - Between End LiningS.ueeiererieeeeinenesosoersnsosnnnan 50'-7-5/8"
Center to Center BolsterS.iieivrieeeeenreneanenronsnosasennnnes 40'-10"
Truck Wheel Base..vivesveeetosssesnensnssensnssnasscnsonssnsnns 5 -8"
Width: Over Side PlalesS.eiveeeeieesonioaeseaseocesonsoncnasasansonnnss 10*- 0-5/8"
Over Side STT1S.iuiiuierenineereneseenesecaoasonsossnsoansonenes g9'-11-5/8"
Inside - Between Side LiningS.....cvvvvenereneenn, Cereeereaeneas 9'- 4-1/8"
Inside - Between Steel Side PoStS.ueeeveiiiiiniinininncenonnnnns g'~- 5-5/8"
Side Door Opening (Cl1ear).ceeieeeereersesecsnscssssseaansasnens 10 - O"
Height INSide.eeeniiiiiiiiiiiiiiresniensennnesasosssanss Ceeresenaeaaes 10'- 7-1/2"
Side Door Opening = Clear..ieeeeeeeeeesoeeernnssssesonesonasanes 9'-11-3/8"
Rail to TOp Of FloO . e iieeeiieernneeeseroosnssossosoncnnsnsas 3'- 8"
Rail to Center Line Of COUPIEr .t tr et neererenenesennnnensnns 2'-10-1/2"
Estimated Light Weight: 66,100#
Cubic Capacity 4,760

Spec. 0-532-E



GENERAL SPECIFICATIONS

70-Ton 50'-6" Box Cushion Underframe

Series I1CG 591300-591499 (3 Cars) Orig. Built - Puliman Standard 1966
Body - Welded Steel Construction
Underframe - Welded Design
Brakes - ABD-1012, Auto Slack Adjuster, Cast Metal Shoes
Cushion Underframe
(Hydraulic Unit - Puliman Standard Hydroframe 40
Draft Gear - High Capacity 3-1/4" Travel

Doors - Side

Lining - Side
Lining - End

Floors

Inside Fixtures

Trucks

Wheels
Dimensions:

Length:

Width:

Height

Estimated Light
Cubic Capacity

10'-0" Sliding Type Centered on Lat. Center Line of Car

3/4" Plywood
3/4" Metal

- 1-3/74" N.S.F.

4-DF-2 Belt Rails Extending from Door Post to
Side Post next to corner

- 70 Ton Capacity - Ride Control or Barber S-2-C with 3-11/16"
travel springs. Friction Bearings

- 33" Diameter - One Wear

Between pulling Face of CoUPTErS..veeeeiveeeeeeeeenerorocennnnns 58'-3-3/4"
0T ] oS o ol 1 =T o A 55'-8-1/4"
Over End SillS.ieeieeneenenoneonnnnoonnss Cetteeterenenrrrereene 50'-8-1/4"
Inside - Between End Linings...eeiiiiiiiinninnnenrnneennnnrenns 50'-6-1/8"
Center to Center BolstersS.iiveieeieneiiireineenreeensoeneennnonns 39'-6"
Truck Wheel Base..ieeeeiieieieeenenernnesenesonrononsonsnanenns 5 -8"
Over Side PlaleS.iiiiiiiirieteeeieaianensensenenssasssenssnennnas 9'-11-5/8"
Over Side STllS..iuiieeeeeeeeeeroenoessnssesensesonoenonsnannnes g'-11-5/8"
Inside - Between Side LiningS..eeiiieeeiieeseeecnnnocennsnnness 9'- 4-1/8"
Inside.ieeereereeeenennnass cereas e sees st tenasesneaneenenases 10'- 6"
Side Door Opening - Clear..c.ueeieeiiueninrnceroennonensncasnnnnns 9'-10-5/8"
RAil t0 TOP Of FlOOT.ueeeeteeeeneeeeeensnaseaseosssasoonnannons 3'- 7-15/16"
Rail to Center Line of COUPTer ettt et ientinennenencnenenanans 2'-10-1/2"
Weight: 64, 700#

4,932

Spec. 0-531-E



GENERAL SPECIFICATIONS

70-Ton 50'-6" Box Standard Underframe

Series 1CG 591000-591299 (12 Cars) Orig. Built - Pulliman Standard 1966
Body - Riveted Steel Construction

Underframe - Welded Design

Brakes - ABD-1012, Auto Slack Adjuster, Cast Metal Shoes

Cushion Underframe

(Hydraulic Unit)- Puliman Standard Hydroframe 40

Draft Gear - High Capacity 3-1/4" Travel

Doors - Side 10'-0" Sliding Type Centered on Lat. Center Line of Car

Lining-Side
Lining-End

3/4" Plywood
3/4" P1ywood

4

Floors - 1-3/4" N.S.F.

Inside Fixtures

[}

4-DF-2 Belt Extending from Door Post to
Side Post next to corner

Trucks - 70 Ton Capacity - Ride Control or Barber S$-2-C with 3-11/16"
travel springs. Friction Bearings

Wheels - 33" Diameter - One Wear

Dimensions:

Length: Between pulling Face of CouplerS...ieeeiieiiiiiiinenennenennnns 58'-3-3/4"
Over StrikerS.ie.ieieeeeevernsosossscsnsassssnssssossnasssaenssans 55'-8-1/4"
Over End Sil1S.iiueieeinrieenneranornsesenssansesssassnnscennons 50'-8-1/4"
Inside - Between End LiningS.eeeeieeeeineeesrnesnsnnosonsaneses 50'-6-1/8"
Center to Center Bolsters......couen.. ereses ettt 39'-6"
Truck Wheel BaSB..eeeveesseotososcrssnssscnsesorssnssacassossas 5 -8"
Width: Over Side PlateS.eeveeeeecesoreseoesoesoesceessssosnossonsnsss g'-11-5/8"
Over S108 STT1Siuuuneneuneeeeeeesorsosaosoanessnnnansesacananss 9'-11-5/8"
Inside - Between Side LiningS..ieeeeiiiiieneenriroennsennnnnnes g'- 4-1/8"
Height ST L= 10'- 6"
Side Door 0pening - Clear.eeeesesseseracancennasneeennsencnnnns 9'-9-7/8"
Rail t0 TOP OF FlOOreeeeeeeorereassseonsonessonsoascansnssnsnss 3'- 7-15/16
Rail to Center Line of COUPTer.ceee it tnnonreneneeneenneanenasns 2'-10-1/2"
Estimated Light Weight: 64,700#
Cubic Capacity 4,932

Srer. "-830-F



GENERAL SPECIFICATIONS

70-Ton 50'-6" Box Standard Underframe

Series ICG 568600-568599 (7 Cars)

Body
Underframe
Brakes
Draft Gear

Doors ~ Side
Lining- End

Floors

Inside Fixtures

Trucks

Wheels
Dimensions:

Length:

Width:

Height

Estimated Light
Cubic Capacity

Orig. Built - Pullman Standard 1969

- Riveted Steel Construction

Welded Design

- ABD-1012, Auto Slack Adjuster, Cast Metal Shoes

High Capacity 3-1/4" Travel

3/4" Plywood
3/4" Plywood

- . 1-3/4" N.S.F.

4-DF-2 Belt Rails Extending from Door Post to
Side Post next to corner, lading strap anchors

- 70 Ton Capacity - Ride Control with 3-11/16" travel springs.
6 x 11 Roller Bearings

- 33" Diameter - QOne Wear

Between pulling Face of Couplers..iiieeiiiiireiinrenneconconans 55*-5-1/2"
Over StrikerS.iu e eiereeeeeeorassesasooeossosnssosonsosensonses 52'-10"
Over End Sills.iuiniuierieeuriosoeroroeessneossocnssssnesasnnas 50'-8-1/4"
Inside - Between End Linings...cviveeiieiirnrirnnenreceansannne 50'-6-1/8"
Center to Center Bolsters.iieiieieeeeneeienioseneencooensnananss 40'-10"
Truck Wheel Base....... e s et et aee et et et araraas ... 5 -8
Over Side PlalesS.iueeeeeerorernensnsnrsetnscrnssnsssssassosanes g'-11-5/8"
Over Side Sills...... C et e eeieeaeetatetatattantetnt e nassatras 9'-11-5/8"
Inside - Between Side Linings...cieeeeiiiennenncnnsonsss ceseens 9'- 4-1/8"
INSTdE.etienienienineesesntonsocsosnsonssssnssnonss Peesereenans 10'- 6-5/8"
Side Door Opening = Clear.ciiiieeeeeseereesascssosenroncecnnrns 9'-10-5/8"
R3] t0 TOp Of FlOO e eeeeeeieeeereoesenceooassesscnsssoncnnsnans 3'- 7-7/8"
Rail to Center Line of Coupler.ieeeeeeeecennes feetsesetescesnans 2'-10-1/2"
Weight: ~ 59,100#

4,950

Spec. 0-529-E



GENERAL SPECIFICATIONS

70-Ton 50'-6" Box Standard Underframe

Series 1CG 568400-568599 (6 Cars)

Body
Underframe
Brakes
Draft Gear

Doors - Side
Lining- End

Floors

Inside Fixtures

Orig. Built - Pullman Standard 1969
Riveted Steel Construction

Welded Design

ABD-1012, Auto Slack Adjuster, Cast Metal Shoes

High Capacity 3-1/4" Travel

3/4" Plywood
3/4" Plywood

1-3/4" N.S.F.

4-DF-2 Belt Rails Extending from Door Post to
Side Post next to corner, lading strap anchors

Trucks - 70 Ton Capacity - Ride Control or Barber S-2-C with 3-11/16"
travel springs. 6x11 Roller Bearings
Wheels - 33" Diameter - One Wear
Dimensions:
Length: Between pulling Face of CouplerS.ceeieriieriniinernennnannnnnns 55'-5-1/2"
Vel S KIS it ii it ieeeianncoasenssanseasssancssncasananans 52'-10"
Over End Sills..iuuuiiiiirienrrneessnnocoonenesenessoencnsnsanes 50'-8-1/4"
Inside ~ Between End Linings..cvuiveeirreniereneesninennnennnss 50'-6-1/8"
Center to Center BolstersS.iviieieeirineieneeeenonesencasnsnnnsnen 40'-10"
Truck Wheel BasSe.uieieeeeeeeooerecsoasoosossassosssnstassassnns 5 -8"
Width: Over Side PlatesS.cuieeieineerenneesoaensosnssesnnsssasanaasans 9'-11-5/8"
Over Side SillS..uiuieiiieeneieoeessanaososoncosossoncassasoases 9'-11-5/8"
Inside - Between Side LiningS...eiieeiieeereeeeninoennnnnenaenns 9'- 4-1/8"
Height 03 Ceeiatceacas 10'- 6-5/8"
Side Door Opening - Clear. i enenrnrrsrnoenoenseeaannonnnens 9'.10-5/8"
Rail to Top Of FloOr. . i teeiieeeneoeneenensonssnnsenansensanns 3'- 7-7/8"
Rail to Center Line of Coupler....ciiiiieeieernenennnnnennes....2'-10-1/2"
Estimated Light Weight: 59,100#
Cubic Capacity 4,950

Spec. 0-528-f



GENERAL SPECIFICATIONS

70-Ton 50'-6" Box Standard Underframe

Series ICG 567600-567899 (8 Cars) Orig. Built - Pullman Standard 1970
Body ¢ - Welded Steel Construction

Underframe - Welded Design

Brakes - ABD-1012, Auto Slack Adjuster, Composition Shoes

Draft Gear - High Capacity 3-1/4" Travel

Doors - Side

10'-0" Sliding Type Centered on Lat. Center Line of Car

Lining - Side
Lining - End

3/4" Plywood
3/16" Metal

Floors - 1-3/4" N.S.F.

Inside Fixtures 4-DF-2 Belt Rails Extending from Door Post to

Side Post next to corner, lading strap anchors

Trucks - 70 Ton Capacity - Ride Control or Barber S-2-C with 3-11/16"
travel springs. 6x11 Roller Bearings
Wheels - 33" Diameter - One Wear
Dimensions:
Length: Between pulling Face of Couplers..veieeienreienreernnsneensnanns 55'-5-1/2"
OVer SEr i KerS . et eeeeeeosoasnsessnsssanesesscnasossaosssassne 52'-10"
Over End Sillse.iiuieeneesnoerreransnsessnssencncerasosonssnnns 50'-8-1/4"
Inside - Between End LiningS..ceeeeereeeesusereresonenonssnnnas 50'-7-1/4"
Center to Center Bolsters......... P esesereeteresettaertaesaes 39'-6"
Truck Wheel Base...vcvvvrernenenns Sereessecrsaerssescansenssnan 5 -8"
Width: Over Side PlatesS...iveinennvnsnnsnnes et estaesssstesensaraaaenn 9'-11-5/8"
Over Side Sills.......... C et iteecetaee e teccatasesetbanetnoans 9'-11-5/8"
Inside - Between Side LiningS..ceveeeerersneneennsnoecsnonnconns 9'- 4-1/8"
Height INSTdE. s it eii ittt ieeeunsoeeastoosaocnnssossnsasasosnscanesnssas 10'- 6-5/8"
Side Door Opening - Clear....... Ceeeretsaseasestesieattnennenns 9'- 6-5/8"
Rail to TOp Of FloO . eieeeeroverenserorenoecancoosssonsannas 3'- 7-7/8"
Rail to Center Line of CoupPler.iieeiieierenreenencceononsns N 2'-10-1/2"
Estimated Light Weight: 58,8004
Cubic Capacity 4,941

Spec. 0-527-E
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GENERAL SPECIFICATIONS

70-Ton 50'-6" Box Standard Underframe

Series I1CG 567300-567599 (8 Cars)

Body

Under frame
Brakes

Draft Gear
Doors - Side

Lining - Side
Lining - End

Floors

Inside Fixtures

Trucks

Wheels

Dimensions:

Orig. Built - Pullman Standard 1970

- Welded Steel Construction

Welded Design

- ABD-1012, Auto Slack Adjuster, Cast Metal Shoes

High Capacity 3-1/4" Travel

10'-0" Sliding Type Centered on Lat. Center Line of Car

3/4" Plywood
3/16" Metal

- 1-3/4" N.S.F.

4-DF-2 Belt Rails Extending from Door Post to
Side Post next to corner, lading strap anchors

- 70 Ton Capacity - Ride Control or Barber S-2-C with 3-11/16"
travel springs. 6x11 Roller Bearings

- 33" Diameter - One Wear

Length: Between pulling Face of Couplers..cvuiiiiiiiiiiiiiniienenennn, 55'-5-1/2"
OVEr S riKe S . ittt iriin it ertoosnenctneossesosnasnssssasnsnnss 52'-10"
Over End Sills.uieeuieeereeeonsororuessencocnsosanocenansnnnnnns 50'-8-1/4"
Inside - Between End LiningS..eiueeiiunnrniinsneinnsnnnnnnnennans 50'-7-1/4"
Center to Center Bolsters..viivivieinieienenrneneneninannnennns 39'-6"
Truck Wheel Base....... fetaesisesernsetersesaretasanasarartone 5 -8"
Width: Over Side Plates.eveivinreeriieninrneerecsracorensnrnsnensnsns 9'-11-5/8"
Over Side STI S, ittt it iiietiiernerennrnernancnnonnene g'-11-5/8"
Inside - Between Side LiningS.eeieeeieeeneenenonsreononsnnonnns 9'- 4-1/8"
Height IS B . e eieerinseeonsnsoensnnsonocasasosnsasasasosnsosssosans 10'- 6-5/8"
Side Door Opening - Clear ...................................... 9'- 6-5/8"
Rai) t0 TOp Of FlOO . e eeeeeersoneenennesoscoosossassnnsnnennns 3‘- 7-7/8"
Rail to Center Line Of COUPTOr et e eeerersnrneensootnssnsnsnns 2'-10-1/2"
Estimated Light Weight: 58, 8004
Cubic Capacity 4,94]

Spec. 0-526-E



